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Toward Collaborative Multitarget Search and Navigation
with Attention-Enhanced Local Observation

Jiaping Xiao, Phumrapee Pisutsin, and Mir Feroskhan*

Collaborative multitarget search and navigation (CMTSN) is highly demanded in
complex missions such as rescue and warehouse management. Traditional
centralized and decentralized approaches fall short in terms of scalability and
adaptability to real-world complexities such as unknown targets and large-scale
missions. This article addresses this challenging CMTSN problem in three-
dimensional spaces, specifically for agents with local visual observation operating
in obstacle-rich environments. To overcome these challenges, this work presents
the POsthumous Mix-credit assignment with Attention (POMA) framework.
POMA integrates adaptive curriculum learning and mixed individual-group credit
assignments to efficiently balance individual and group contributions in a sparse
reward environment. It also leverages an attention mechanism to manage var-
iable local observations, enhancing the framework’s scalability. Extensive sim-
ulations demonstrate that POMA outperforms a variety of baseline methods.
Furthermore, the trained model is deployed over a physical visual drone swarm,
demonstrating the effectiveness and generalization of our approach in real-world

information exchange but also synchroni-
zation of actions and strategies among
all participating agents. Moreover, coordi-
nated interaction is fundamentally
required where agents work together
toward a common goal, sharing informa-
tion and making decisions that benefit
the overall mission.

Traditional approaches mainly address
multitarget search (MTS) problems via
heuristic algorithms® or subtask optimiza-
tion! in centralized or decentralized man-
ners. Centralized approaches, such as task
assignment from the central node, rely on a
central controller to allocate tasks to
individual nodes and execute their actions
based on global information. Gabor et al.l%!
proposed a centralized optimization algo-

autonomous flight.

1. Introduction

Multitarget search (MTS) and navigation with intelligent systems
like autonomous drones!! are highly demanded in critical
applications,’ such as disaster rescue in earthquakes, surveil-
lance and reconnaissance in hazardous areas, and parcel
management in cluttered warehouses (see Figure 1). The utiliza-
tion of multiagent systems (MAS) has been considered a more
efficient way with more information exchange to conduct such
missions while enhancing the resilience and robustness of the
search operations.’*! However, ensuring effective collaboration
among these agents is a challenging task, especially in obstacle-
rich environments with multiple targets. This involves not only
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rithm that considers the spatial constraints
of the environment and the capabilities of
drones to control a swarm of drones to
achieve coordinated flocking in constrained
environments. While these methods are
easy to deploy, they are vulnerable to single-node failures and
lack scalability. Once the central node is attacked or disturbed,”’
the entire system will cease to function. Meanwhile, the complex-
ity of communication and computation increases rapidly with the
number of nodes in the system, which hinders the extension to
large-scale scenarios. Decentralized approaches, such as distrib-
uted predictive control® and decentralized trajectory planner,
have been proposed to overcome the limitations of centralized
approaches. These methods rely on local observation and com-
munication among agents to achieve the desired performance
but suffer from state consensus problems.'” Besides, these
approaches often struggle to adjust to uncertainties and complex-
ities when operating in real-world environments since simplified
environments and simulated sensor data are assumed.
Furthermore, they do not always fully leverage the potential
for collaboration when multiple agents and targets are involved
as all agents are computed to take the optimal strategy
individually.

Multiagent reinforcement learning (MARL)!"'™*) has recently
emerged as a powerful tool for tackling uncertainties and gener-
ating effective collaboration among agents in sophisticated tasks
such as path planning and navigation in cluttered environments.
These methods leverage reinforcement learning (RL) algorithms
to find the optimal policy for agents with intentionally designed
reward functions that aim to encourage collaboration among
agents and benefit the entire team. However, these methods
either require global observations from the environment™"! or
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Figure 1. A drone swarm is inspecting parcels in a warehouse where effi-
cient collaborations are required.*’!

rely on bird-view grid states and stable communication,"*”!

which are infeasible to achieve fully decentralized planning in
an uncertain real-world environment such as the MTS. In this
article, we aim to solve the collaborative multitarget search
and navigation (CMTSN) problem in 3D space with local visual
perception. There are several challenges to achieving fully decen-
tralized decision-making for this task: (1) balancing exploration
and exploitation in a 3D sparse reward space; (2) addressing effi-
cient credit assignment problems within a team; and (3) improv-
ing the scalability of the trained model. An adaptive curriculum
embedded multistage learning framework’”! is proposed to
address the first challenge, yet it was only for the single target
search. Multiagent posthumous credit assignment'® solved
the posthumous credit assignment by considering the group con-
tribution among multiple agents and introducing the attention
mechanism to the centralized critic network. However, MA-
POCA ignores the individual’s motivation and does not consider
the variable observation during execution, which is critical for
local perception and scalability since the detected signal may
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be lost. Besides, existing MARL and MTS approaches rarely con-
sider the physical implementations for CMTSN, which poses
more challenges in communication and observation synchroni-
zations when the number of found targets changes.

In this work, we propose a POsthumous Mix-credit assignment
with Attention (POMA) framework to address the remaining chal-
lenges, namely efficient credit assignment and variable observa-
tion. POMA first combines adaptive curriculum learning (ACL)
and mixed individual-group credit assignment based on MA-
POCA, and then introduces the attention mechanism into obser-
vations to improve the scalability of the framework when variable
local observations are involved. We validate our framework
through extensive simulation and real-world flight experiments.

Our main contributions include: 1) we address the complex
CMTSN task by formulating it as a partially observable MARL
problem and proposing a novel MARL approach, POMA, to
tackle the critical challenges of credit assignment and model
scalability in a 3D sparse reward environment. We demonstrate
its significant performance improvement over other well-
established MARL approaches such as MADDPG,!"”) MA-POCA,
and IPPO;*? 2) we develop a real drone swarm equipped with
local visual perception capabilities for CMTSN in indoor,
obstacle-rich environments (see Figure 2), utilizing an attention
mechanism to enhance collaboration and manage variable obser-
vations, and target status synchronization to update the global
information; 3) to the best of our knowledge, this is the first work
to deploy a deep reinforcement learning (DRL) model on a
physical drone swarm for CMTSN tasks, proving its effectiveness
in real-time flight scenarios and highlighting its practical appli-
cability, thereby establishing a new benchmark in robot swarm
intelligence.

2. Related Work
2.1. MTS

MTS has attracted significant attention due to its critical impor-
tance in various missions such as search and rescue (SAR).

Figure 2. a) Physical experiments on 3 drones versus 3 targets (3D3T) mission. The initial positions are labeled with directions. b) Trajectories of 3 Tello
drones from motion capture system. Their trajectories show significant collaborative behaviors as Tello 3 attempts to navigate to Target 1 considering
Tello 2 already found Target 3 and Target 2. Meanwhile, Tello 1 tries to find other hidden targets.
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MTS involves exploring the environment and finding multiple,
initially unknown targets. Distinct from mere environment
exploration,?"*? which aims at mapping explored areas to a uni-
fied representation, MTS focuses on finding all targets efficiently,
prioritizing high success rates and minimal search time.
Probabilistic search (PS) methods,**! which leverage probabilis-
tic models such as probability hypothesis density (PHD)** or
belief® to estimate target locations and derive optimal search
paths, are prevalent in MTS. Commonly, these PS challenges
are reduced to particle swarm problems and tackled using heu-
ristic strategies like particle swarm optimization (PSO),*>*) ant
colony optimization (ACO),” artificial bee colony (ABC),*”) or
brain storm optimization (BSO).*®! However, these studies
typically rely on simplified 2D maps and simulated sensor data,
limiting their applicability in real-world scenarios. For instance,
ref. [5] utilized an enhanced ACO technique for MTS within a
2D, obstacle-free grid cell environment, employing simulated
radar sensors, which simplifies the real-world complexity.

To overcome these limitations, some researchers have framed
MTS as a partially observable Markov decision process
(POMDP), solved using search algorithms!***% or RL.*Y For
instance, ref. [30] modeled MTS in 3D space using a POMDP
framework and addressed it with the adaptive belief tree
(ABT) algorithm. In an attempt to maintain multi-UAV connec-
tivity, ref. [31] adopted a RL model, utilizing omnidirectional per-
ception in a 2D grid environment, and applied a convolutional
neural network (CNN) to train policies based on image represen-
tations of trajectory histories and connectivity states, using
DQN.?? These approaches aim to more accurately reflect
MTS challenges but still fall short of real-world deployment
due to their reliance on grid maps and simulated sensors.

To better address the model uncertainties in real-world appli-
cations and facilitate collaboration, we propose a novel MARL
approach to solve the CMTSN problem, which involves multiple
agents and obstacles, using a real visual drone swarm. As dem-
onstrated in Table 1, which summarizes recent MTS works, our
work is unique in utilizing a real visual drone swarm for MTS in
a high-fidelity 3D continuous environment, distinguishing it
from the predominantly 2D, simulation-based approaches.
Our work bridges this gap by leveraging a novel MARL
framework validated through physical experiments, marking a
significant advancement in real-world CMTSN applications.

Table 1. Comparative analysis of different methods for MTS.
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Our approach, POMA, is specifically designed to address inher-
ent challenges in applying MARL to CMTSN, such as learning in
sparse reward spaces, resolving individual-group credit conflicts,
and managing variable observations with inactive agents during
task execution.

2.2. MARL

Recently, MARLP* has been widely applied in path planning,
navigation, and target search for intelligent systems. From the
perspective of the training framework, MARL can be categorized
mainly into three structures, namely, centralized training and
execution (CTE), decentralized training and execution (DTE),
and centralized training with decentralized execution (CTDE).
The CTEP® contains a central controller that can collect all the
state observations and actions from the agents and share them
with the group. The controller not only trains the policy but also
executes the policy with perfect information. However, CTE is
not scalable due to the curse of dimensionality and is limited
in environments where perfect information is not accessible.
DTE provides a scalable way to search for the optimal policy
for each agent via local observations, without communicating
with other agents. PPO”! is a common algorithm to generate
individual policies but can be well extended to MARL within
the DTE framework."¥ However, the agents are simply existing
together without significant collaboration. Hence, CTDE is
the preferred framework in most research works, such as
MADDPG! with centralized critics, COMAP®! with centralized
joint policy search, and QMIX?? with value function factoriza-
tion. CTDE allows involved agents to collaborate during training
while maintaining scalability during execution, as it combines
the advantages of CTE and DTE.

However, to effectively apply the CTDE framework to the
CMTSN tasks, we need to address the sparse reward space
and credit assignment issues during the training, especially
for agents with only local visual perceptions. PRIMALI"? and
PRIMAL2*! managed to combine imitation learning and RL
to train fully decentralized policies for multiagent path finding
in sparse reward worlds and highly structured warehouses,
respectively. To better utilize the information from the neigh-
bors, Li et al.™® developed a GNNHIM framework based on
the graph neural network to extract the information from

Work-Year Multiagent Dimension Map Obstacle Sensor Method Scalability Physical validation
[29]-2019 No 2D Grid cell No Simulated radar Greedy-POMDP No No
[24]-2020 Yes 2D/3D Voronoi cell No Simulated camera PHD filter Yes No
[30]-2020 Yes 3D Occupancy grid Yes Simulated camera ABT-POMDP Yes No
[25]-2021 Yes 2D SITL Google map No Simulated camera PsO Yes No
[28]-2021 Yes 2D Occupancy grid Yes Simulated distance sensor BSO Yes No
[26]-2022 Yes 2D Grid cell Yes Simulated distance sensor PSO Yes No
[27]-2022 Yes 2D Grid cell No Simulated radar ABC Yes No
[31]-2023 Yes 2D Grid cell No Omnidirectional antenna DQN No No
[5]-2024 Yes 2D Grid cell No Simulated radar ACO Yes No
Our work Yes 3D Unity map Yes RGB camera MARL-POMDP Yes Yes
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multihop neighbors. However, all these methods assume 2D
grid environments and known target information, which is
not practical for CMTSN with visual drones in our case.

2.3. Credit Assignment

Credit assignment is a crucial issue in cooperative MARL prob-
lems as it determines the contribution of each agent to the
group’s success or failure. In our CMTSN problem, where agents
work together to find all targets, it is essential to identify
which action by which agent led to a higher search success rate.
Various works have been done to address the credit assignment
issue in MARL. To estimate the contribution of each agent,
Devlin S. et al.*! calculated the difference between the global
reward and the estimated reward if ignoring this agent.
However, this method suffers from the computational cost since
the combinations of each agent’s absence are simulated at every
step. COMAP®! used a centralized critic to estimate the action-
value function, and for each agent, it computes a counterfactual
advantage function to represent the value difference, which can
determine the contribution of each agent. However, COMA still
does not fully address the model complexity issue. QMIXP?! is
well developed to address the scalability issue by decomposing
the global action-value function into individual agent’s value
functions. However, QMIX assumes that the global action-value
function is a monotonic function of individual value functions,
which is hard to meet in practice!”® and may not be able to
directly handle scenarios with continuous action space.
Another issue regarding credit assignment is the variable num-
ber of agents, which induces the posthumous credit assignment
problem. For instance, in the CMTSN task, drones may crash
into an obstacle or other drones during the flight, but the
remaining drones are required to continue the search task.
MA-POCA™® provides valuable insights for addressing the post-
humous credit assignment via introducing a self-attention mech-
anism across value function estimation and counterfactual
baseline!*? but it lacks consideration of the individual’s motiva-
tion. This would bring down the performance of MA-POCA,
especially for environments with sparse reward space and mul-
tiple targets like CMTSN.

To address these challenges, in this article, we combine the
advantages of MA-POCA and PPO to balance group contribution
and individual motivation through well-designed group reward
and individual reward functions. We further introduce the atten-
tion mechanism to encode the local observations, which signifi-
cantly improves the inner collaboration and the scalability of the
policy in various scenarios.

3. Preliminaries
3.1. MARL

The CMTSN problem can be characterized as a decentralized
POMDP defined by M:(N,S,{O}icn, {A}ien P. R, po),
where N = {1, ..., N} represents the set of finite N > 1 agents.
The state of the environment at time t is denoted by s, € S.
The local observation and action of agent i related to s, are defined
by ol € O, ai € A, respectively. Let us define joint action space
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A:=A'x ... x AN and  joint observation  space
O:=0"x ... x OV, then P:Sx AxSr[0,1] represents
the transition function from state s; € S to the subsequent state
s;.1 €S given the joint action a, € A with probability
P(si11]s:, @;). The reward function shared by all agents is given
by R:S x A+ R with r(s;, a,) representing the received reward
for all agents. To be simple, r, is used to denote r(s;, a;). py is the
distribution of initial states. y € [0, 1) is the discount factor for
calculating the cumulative rewards.

Let z(ayl0,) == [[icn 7'(ai]0}) is the joint policy with z*(af|o})
representing the policy of each independent agent i€ N.
T is the maximum allowable steps in an episode. In the
CTDE framework, the centralized state-value function for state
s; is described as:

k=T—t

Vi(sy) = E, 1)

k
Yokl St:|
k=0

The centralized state-action value function is:

k=T—t

Q" (sp ) =1, + Iy )

k
VTivk |St:|
k=1

The objective of MADRL is to find an optimal joint policy &
maximizing the state-value of the team starting from the initial
state s,. To evaluate the contribution of each agent, the counter-
factual baseline®® b;(s,a) is computed by marginalizing the
action of agent i from the team.

bils, ) = By ) [0 (o7, o)
Here, @ is the action of agent i and a* is the joint action without
& . With the baseline, the advantage of agent i can be defined by:

A= Q"(s,a) — bi(s, a) “)

The optimal policy for each agent i is obtained by iteratively
updating the policy with the gradient:
Aeij(ai) = ESNP,aiNHi [Agi log ﬂi(ai|0i)Ai] (5)
The advantage function considers the contributions of individual
agents to the shared team reward by measuring the value differ-
ence with or without the agent’s involvement.

To address the posthumous credit assignment issue, MA-
POMA!"® ytilized observation entity encoders and self-attention
modules to handle the varying number of agents at every time
step. First, to obtain the Q value, the attention-masked central-
ized state value function parameterized with ¢ in MA-POMA is:

vr (RSA (gi (o) ie{k:]) )

where [k;]:1 < k, < N is the number of active agents at time step
t; g;:O' — E is the observation entity encoder for agent i, and
RSA is the self-attention module used. Similarly, the counterfac-
tual baseline parameterized with yw for agent i to calculate
b,(s,a) is:

05 (RSA(gi(e). f (o) ey, ))

(©)

()
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here, f_;:O7  x A7'  E is the encoding network for observa-
tion-action pairs from agents except for i.

3.2. Attention Mechanism

The attention mechanism!*? has been widely applied in various
deep learning architectures. In DRL, attention has been used to
create a weighted sum of observations, where the weights reflect
the relevance of each observation to the task.**! Let’s consider a
partial observable task where we have an uncertain observation

sequence ol: = {s’t[] € N} for agent i and we want to encode
the observation into a fixed-length context vector ¢! with attention
weights wy;:

o= Z w;; W,s;
JjeENTE

®)

The attention weights can be calculated by:

wy = softmax(score <(qu§') T, Wks’t) ) (9)

where score(-) is the scoring function to calculate the relevance

of the neighbor states le to the ego state si. The piece-wise dot
product is widely adopted as the score function. W,, W,, and
W, are the parameters to be trained to encode the states.

4. Methodology

4.1. Problem Formulation

CMTSN with autonomous agents is highly demanded and has
been investigated in various applications such as disaster SAR
and warehouse management in complicated environments.
Unlike the two-dimensional (2D) discrete grid scenario consid-
ered in other works,!>*% in such reallife environments, QR
code distribution and prior goal information are infeasible in
most cases.

In this article, we consider a bounded obstacle-rich three-
dimensional (3D) continuous space D € R?® with the size of
L x W x H, where L, W, and H are the length, width, and height
of the environment space, respectively. Assume that we have N
agents A" = {1, ..., N} that can move in 3D with continuous
action, and M Dblocks B={B;...By} with size of
V x w x W, B; € B. Each agent starts from a preset initial posi-
tion p! , and attitude ¢, with random position perturbation pi,
and rotation perturbation ¢, for i € . The CMTSN task is
defined as that agents need to find and approach all G targets
T ={Ty, ..., T} with the shortest time. All targets will be
marked with found F or not-found NF. The status of each target
is denoted as ST* € {F, NF};cr- Note that, during this task, the
agent can always continue finding other targets unless it crashes
or all targets are found.

4.1.1. Observation and Action Space

In the partial observable RL task, each agent draws actions from
its individual policy on the condition of the current local

Adv. Intell. Syst. 2024, 2300761 2300761 (5 of 14)
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observation, i.e., ai ~ 7'(0}|#!) with @ the trainable parameter.
In this article, for each agent i, the local observation includes
the visual observation o), i.e., RGB image I! € R3*224x224 the
ego-state observation o}, i.e., position p} € R?, rotational quater-
nion ¢! € R*, normalized forward direction %%, and previous
action ai_; € R*, and the ego-centric observation o ,, i.e., the rel-
ative position toward neighbors p! = p| — pi for j € N''. Since
the number of agents is not fixed in our task, a maximum num-
ber of observable neighbors N, is preset, and hence

p? € RNmo3, The attention mechanism is adopted to calculate
the scores of observable neighbors, which is discussed in the fol-
lowing proposed POMA framework. The visual observation I} is
encoded into a vector o}, € R¥® with a simple CNN.

To align with the real operation of drones, the action space of
agents consists of four continuous velocity commands, namely,
the translational velocity 9%, #f, 02 and the yaw speed @, in the
body-fixed frame. The action space of agents is constrained with
HVBH < Vmax and — @max < d’z < WDmax-

4.1.2. State Transition Function

Assuming the low-level proportional-integral-derivative actuator
controller can track the actions generated with acceptable delay,
we consider the high-level policy for the drone. The 4-degree-of-
freedom dynamics with the aforementioned velocity commands
can be described as:

s=g(s) atw (10)

where s = [x,y,z, ] with x,, z the world position coordinates
and y the heading angle. g(s) is the transition matrix from body-
fixed frame QF to world frame Q¥ and a == [0, 0,08, 0,]" is
velocity commands (generated actions) sent to each drone.
o represents the process noise and uncertainties, which satisfy
the Gaussian distribution. Assuming no significant tilting per-
turbation, g(s) is:

cosy siny 0 0
—sin cos 0 0

g&=1,""" %Y 1, (11)
0 0 0 1

Note that the transition function (10) applies to each agent and
determines the next state s, ; in the discrete space given the cur-
rent state s, and the joint action {a{} € A with stochastic noise @.
Hence, the policy is not deterministic in our task.

4.2. POMA

In this section, we describe our proposed POMA framework (see
Figure 3) extended from MA-POCA (keep the same posthumous
credit assignment mechanism), which leverages ACL, mixed
credit assignment (MCA), and attention enhanced observation
(AEO) to improve the performance and generalization capability
of MA-POCA over CMTSN tasks.
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Figure 3. Overview of our POMA framework. A centric behavior manager controls the TDL of the environment with an ACL feedback module. The MCA
module integrates the individual critic into the group critic to address the individual-group conflicts. The AEO encoder with a self-attention mechanism

improves the generation capability of policy with variable neighbors.

4.2.1. ACL

Similar to automatic curriculum learning,[‘ml the motivation of
our ACL module is to gradually guide the agent learning to
search for targets from near locations (simple tasks) to far
locations (difficult tasks) considering the sparse rewards in
our scenario. Our ACL adjusts the task difficulty level (TDL) with
on-policy training but only controls the initial state p,. Hence, it
can be regarded as one specific instance of automatic curriculum
learning.

During each episode beginning, the targets are randomly
spawned in three space sets based on the search distance
(L direction), namely, the near set Cy, the middle set Cy;, and
the far set Cg, with probabilities of Pr(Cy), Pr(Cy;), and Pr(Cy),
respectively. Note that Pr(Cy) + Pr(Cy) + Pr(Cy) = 1.0 and
Pr(i)icc,, cy.c, > 0. Since the agents are expected to find
the far targets more difficult, the TDL is denoted by
e =1— Pr(Cy) € (0,1) which represents the difficulty of find-
ing all targets. The main performance metric for our task is
the average success rate (ASR) of the team over a moving time
window T,

ASR(t) = 1(Out(i) == success) (12)

where, 1(1) = 1, otherwise 1(0) = 0 and Out(i) denotes if the
task is successful. Our ACL adjusts TDL to change against the
variation direction of the success rate achieved by the team with
clipped control law:

e01 = clip(e, + n(ASR — ASRy),0.5 — £,0.5 + £) (13)
where 7 is the rate that controls the update speed and ¢ is the
coefficient that controls the update range of ¢. ¢y and ASRy
are the initial TDL value and the desired ASR in one task.
The basic idea is that when the ASR is low at the beginning,
the TDL drops to the lower boundary of 0.5 — £ and when the
ASR is greater than the desired ASR, the TDL will increase to
give more challenges to the team but bring down the ASR.
The feedback from the ASR aims to adjust the TDL in real-time
and & converges to ¢ with any ASR.
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4.2.2. MCA

Different from existing baselines (IPPO*” using only individual
critics to evaluate individual agent’s behaviors or MA-POCA!*®!
only considering a group critic to evaluate each individual agent’s
behavior toward the group objectives), the proposed MCA mod-
ule combines the individual critics and a group critic to optimize
the policy with individual and group rewards, as illustrated in
Figure 4. Within the MCA module, the individual critic aims
to encourage the agent to search for as many targets as possible
with individual effort while the objective of the group critic is to
collaborate with other agents to find all targets efficiently.
Compared to MA-POCA, an additional individual critic is
added in POMA to provide more information and criticism
for agents to make better-informed decisions. The individual
critic is defined by:

Qi(sy al) = r{(spal) + 7 Vilsi1) (14)
where Q; and V; are the state-action value function and state
value function kept for the agent i. r{(s;,a) is the individual
reward. The generalized advantage estimation for this individual
critic is:

T
Ai(a) = (riya,,; (15)
j=0

J

where 5, = Q;(s.., @l 1) = Vi(syj) denotes the temporal differ-
ence error. y is the discount factor and 4 is the hyperparameter.

. Environment ‘]_ @ observation

A Lo
mdnvndual

v v
[Critic ZH Actor 2]. . .[Critic n reward

Group Critic
Group Reward

Figure 4. The MCA architecture combines the group critic and individual
critic, which optimizes the team contribution while encouraging individual
exploration.
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Since each actor now has two separate critics (an individual
critic and a group critic) providing guidance, the dilemma of pur-
suing individual or group rewards is posed to the actor.
Compared to IRAT in ref. [45] trying to clip the difference
between the individual policy and group policy for each agent i,
which brings heavy trainable parameters, especially for large-
scale MAS, our MCA module aims to shape the advantage
function from the individual rewards and group rewards straight-
forwardly. We combine the advantage function from individual
reward and group reward for agent i as:
Af = J°A; + (1 - 9)Aj(2) (16)
where A; is the advantage function calculated from (2), (4), and
(7) and A° is the hyperparameter to adjust the group critic an indi-
vidual critic. Note that the reward in (2) is the group reward
& (s;, @;). The updated gradient to iterate the policy for agent i is:
AyJ(0') =E (8 log 7'(a'[0) Af]

s~P,a'~rxt

(17)

To better utilize the MCA module, the reward functions need to
be well-designed to balance individual effort and team contribu-
tion in different tasks. In this article, individual rewards r are
given only when the agent finds a target or crashes. This encour-
ages competitive behaviors within the team and ensures that the
entire group is not punished due to a particular agent’s mistake.
By adding group rewards for finding all targets and all drones
crashing, the group rewards provide better feedback to the group
on collaborative search behavior while avoiding higher crashes.
Beyond these task rewards, the existential reward r, = —1.0/T
and the collision reward r, are added for all methods. Here,

(vh.7)

ig
ré__aw—éarccos F—
P71l - 7 I

= : (18)
Pkl *

where we define pifg as the displacement from the collision posi-

tion to the target position for agent i, and piiii as the initial dis-
placement value. The norm of a vector is denoted by || - ||, and the
inner product of two vectors is denoted by (-). We introduce two
weights, a € (0,1] and g € (0, 1], which are utilized to adjust the
penalty associated with the navigation distance and the penalty
arising from the forward direction. The individual rewards
and group rewards are listed in Table 2 where G means group
reward, while I means individual reward.

4.2.3. AEO

To address the generalization issue of policy with variable ego-
centric observations, the relative position toward the agent with
the minimum distance is set as the ego-centric observation in
ref. [17]. However, such a design ignores the information from
other agents. To better utilize all observable neighbors, the atten-
tion mechanism is adopted. The ego-centric observations are first
padded with zeros to I' with a fixed size of Ny, x 3. The padding
observation is then embedded into vectors query Q, key K, and
value V with linear normal layers LN(I*|®') of embedding size
di/m. The output of the AEO is:
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Table 2. Reward function used for various methods.

Rewards 10cm PPO 10cm MA-POCA 10cm POMA
(Individual) (Group) (Mixed)
Crash into wall -1.0 -1.0 -1.0 (1)
Crash into agent -3.0 -3.0 -3.0()
All drones crash -3.0 -3.0 —3.0 (Q)
Found target +5.0 +5.0 +5.0 (1)
Found all targets +10.0 +10.0 +10.0 (G)
Existential reward re re re (1)
Collision reward re re re (1)
. QT K
C} = softmax -V (19)
Vai/m

where m is the number of heads and dy is the dimension of pad-
ding observation. The output is further processed with residual
modules and batch normalization as with the Transformer
architecture.*?

4.2.4. Network Architecture

The actor network architecture comprises a visual encoder and a
policy network. The visual encoder is implemented as a simple
CNN with two convolutional layers (16 x 8 x 8|32 x 4 x 4). The
activation function used in the visual encoder is Leaky ReLU.
Its purpose is to encode the raw image input into a compact
256-dimensional vector representation. Additionally, the visual
encoder is followed by the concatenation of ego-state observation
0e (C; € R¥%) and then cross-encoded with ego-centric observa-
tion (o, € RV=»>3) with a multihead attention network, resulting
in a vector C, € R with concatenation from C;. In contrast,
the policy network consists of two fully connected (FC) layers,
each consisting of 256 nodes. The final layer of the policy net-
work comprises 4 nodes, responsible for generating four contin-
uous action values to control the agent. Both the individual critic
and group critic networks are the same with two FC layers of 256
nodes and a final value layer.

4.2.5. CTDE with Behavior Manager

The proposed framework is trained with CTDE, where the critic
network collects all agents’ trajectories, and each agent executes the
same actor network. A centric behavior manager is designed to
manage the group behavior of all objects of interest (OOIs) (targets,
agents, and obstacles) such as the group registration and the num-
ber of OOIs while the agent’s behavior like dynamics is controlled
by its own behavior script. The group rewards are also defined in
the behavior manager and triggered in the agent behavior script.
The detailed training process for POMA is listed in Algorithm 1.

The behavior manager controls the initialization and updates
of the environment with the TDL rule (13). Each agent is updated
with individual Monobehaviour to obtain the observations and
transit to the next time step with dynamics and actions from
the current policy. The policy is updated for each episode with
the policy gradient (17).
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Algorithm 1. The training process of POMA.

Input: An initial TDL &, changing rate 7, desired ASR ASR; and range factor ¢.
Output: The decentralized policy 7*.

1 At the start of training:

2 Register all agents to the group;

3 Initialize agents’ position py, o, velocity vy and rotation gy with

randomization;

4 Initialize all obstacles and targets according to &, (make sure all OOls are not
overlapped);

5 Set ASR = 0.0, ATS = 0, slidingWindow = O, , episodeCount = 0;
6 Construct the critic network and actor network.
7 for episode = 0 : maximum episodes do
8  On each episode begin:
9:  if episodeCount # 0 then
10 ASR<—mean(slidingWindow);
11 end
12 index<episodeCountmodT,,;
13 slidingWindow(index|<0;
14 episodeCount«—episodeCount + 1;
15 Update ¢ according to (13);
16  Reset and register all agents back to the group;

17  Randomize the intensity of light; Spawn the obstacles and targets according to
updated TDL & (make sure all OOls are not overlapped);

18 for step t =0:T do
19 Add group reward r,;
20 for Each agent i € N do

21 Collect and encode observations o'; Perform actions a' with current

policy z'; Add individual reward r';

22 end

23 if Find one target then

24 Set the target to inactive;

25 end

26 if Crash with OOls then

27 Set the agent i to inactive;

28 end

29 if all targets found then

30 slidingWindow|index]<1; Add group reward +10; End the episode;
31 end

32 if all drones crash then

33 Add group reward —3; End the episode;
34 back to 7;

35 end

36 end

37  Conduct policy improvement with (17);
38 end

Theorem 4.1. With the clipped control law (13), the TDL ¢ con-
verges to &* €[0.5 —¢,0.5+ ¢] with any given desired ASR,
ASRy, and initial TDL &,.
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Proof. Assume that any g, € (0,1) is given such that
ASR < ASRy over finite episodes [E], then & — 0.5 — ¢ within
time steps E x T such that ASR converges to ASR’ since
ASR — ASRy < 0. If ASR' < ASR; then & — & = 0.5 — & If
ASR > ASRy, thereisae*, &, — £* > 0.5 — £ such that ASR’ con-
verges to ASR” < ASRy since ASR(t) el, Otherwise, ¢, — &* =
0.5 + ¢and ASR” > ASRy. If ¢ is given so that ASR > ASR, over
finite episodes [E], let ASR'=ASR be denoted; similarly, it fol-
lows the conditions discussed and & — & >05—¢ or
g — e =05+¢ If g is given such that ASR=ASR,, then
gy — € = gy. This completes the proof.

Theorem 4.1 provides theoretical support to ensure the con-
vergence of training with ACL if the basic policy improvement
is convergent.

4.3. Settings

Our simulation environments are developed with the Unity
game engine. The proposed POMA framework is coded based
on the Unity ML-Agents Toolkit Release 20.1*! In the training
process, two visual drones with a field of view (FOV) of
82.5deg are randomly spawned to search for two targets
(G=2) in a room of size 5m x 5m x 2m with 2 obstacles.
The initial TDL s set to &y, = 0.1. All OOIs are randomly spawned
and pre-checked to avoid any collisions at the beginning of each
episode. The ASR is calculated in 500 time steps (T, = 500) after
each episode and the TDL is adaptively adjusted according to the
rule (13) with ¢ = 0.4, = 0.001, ASRy = 0.7. For each episode, a
maximum of 5000 time steps are set and we train the policy for
10 million episodes. We set N,,,., = 5 since the room size limits
the number of agents in the team. The training is accelerated
with 2 parallel environment instances with each of the 6 scenar-
ios inside.

Considering IPPO has shown similar or superior performance
over both MADDPG and QMIX in complex tasks,!'*! and the bet-
ter performance of MA-POCA than COMA, we use the IPPO?”
and MA-POCA™® as the baselines and test their performance
with different missions such as 1 drone versus 2 targets
(1D2T), 3D3T, etc. in the 3-obstacle room and set the TDL
£ = 0.2. Note that MADDPG!*? is also compared to further sup-
port our baseline selection based on the project https://github.-
com/4kasha/Multi_Agent_DDPG. The ablation study is further
conducted to examine the effectiveness of the designed modules.

5. Simulation Experiments

5.1. Environment Setup

In this article, the policy is first trained in simulated environ-
ments and then transferred to the physical world. The training
scenario is developed with a Unity simulation engine, as illus-
trated in Figure 5, where the drones are trained to search for sev-
eral target boxes covered with AprilTag and meanwhile to avoid
obstacles (blocks and walls). To better the generalization capabil-
ity of the policy, the size of blocks is randomized at the beginning
of each training episode. Each block is randomly placed in space
D and cannot overlap with other blocks.
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Target 1 ‘Obstacle 3

Obstacle 2

Obstacle J)

s N
Agent 3 View

Figure 5. The simulation environment for the CMTSN with 3 drones, 3
targets (3D3T), and 3 obstacles (30) of different sizes. The task is suc-
cessful only if all targets are found and approached. The left 3 views
are drones’ visual perception.

All OOIs are meshed with colliders (for collision detection)
and labeled with agent, target, and obstacle tags. The agent dis-
appears and the number of agents N decreases by one if the agent
collides with other agents or obstacles. Similarly, the target dis-
appears if the target is approached by any agent, and the number
of targets G decreases by one. The training episode terminates if
N =0 or G =0 or the maximum allowable steps T is reached.

5.2. Hyperparameters

5.2.1. Hyperparameters for RL

Since all of our implementations are extended from the PPO and
MA-POCA, they share the same policy update mechanism and
hyperparameters for RL. The critics and actor networks share the
same network size. Table 3 lists the hyperparameters used for all
training.

5.2.2. Hyperparameters for POMA

The parameters used in this work are optimized with trials and
tests in several modules. For instance, the changing rate 7 is cho-
sen to reduce the training vibration. Table 4 summarizes other
hyperparameters specifically for POMA in the training
environment.

All training and testing are carried out on a workstation with
the configuration of Ubuntu 20.04, CPU AMD ZEN 3 RYZEN 9
5900X, and GPU RTX 3090 Ti. Unity version 2021.3.11, ml-
agents 0.27.0, Pytorch 1.8.2, and Python 3.8 are used to develop
the simulation and algorithm.

5.3. Domain Randomization

To improve the generalization of policies during the training pro-
cess, several domain randomization techniques are adopted.
Table 5 lists the parameters for different types of domain
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Table 3. Hyperparameters for all RL algorithms.

Parameter Value
Image size 3 x 224 x 224
Batch size 2048
Buffer size 20480
Learning rate n 0.0003
Discount factor y 0.99
Number of epochs 3
Optimizer Adam
Checkpoints 10
Time horizon 128
Entropy bonus 0.01
Clip threshold £PP° 0.2
Regularization factor APP° 0.95
Maximum episodes 10 million
Hidden units 256
FC layer 2
Table 4. Parameters for the POMA and environment.

Parameter Value

5x5x2m

82.5 deg

Environment size

FOV of camera

Training 100s 2D2T, 2 obstacles
Testing 100s 3 obstacles
Maximum speed vy, 1.0ms™"
Maximum angular speed @,y 1.0rads™"
Initial TDL &, 0.1
TDL clip factor & 0.4
Changing rate 5 0.001
Desired ASR 0.7
Maximum step T .y 5000
Group critic weight A° 0.5
Reward weight a 1
Reward weight g 0.1
Maximum observation entities N, 5
Attention entity embedding size 256
Attention entity embedding layers 1
Number of Attention heads 4

randomization. Note that U(x;, x,) means the uniform distribu-
tion over [x1, x,]. B(c, r) denotes the sphere uniform distribution
with center position ¢ and radius of r. x;, x,, z;, and z, are the left
side, right side, low side, and upper side of the room, respec-
tively. The position of targets depends on the TDL. When ¢ is
larger, the mean distance between the drones and targets is fur-
ther in the L direction. The light intensity randomization pro-
vides generalizations for visual perception.
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Table 5. Domain randomization parameters.

Types Range
U(0.2,1.0)
[0.5,0.5 4+ U(0,0.5),0.5]
[U(x1,x,), U(0,0.5), 0]

U(0.2m, 0.3 m)

Light intensity I,

Size of obstacles

Position of obstacles

Scale of target Aget

Yaw angle of target yiarpet U(0°,360°)

Position of target [U(x,x,),U(1,1.5) + e x L, U(z),2,)]
U(B(c',0.2))

U(-30°,30°)

Position noise of agents

Noise in yaw angle of agents

5.4. Main Results

Table 6 lists the performance of our trained model in comparison
with baseline methods and ablation methods over different test-
ing missions with 3 obstacles. Their performance is evaluated
with metrics including ASR and average time steps (ATS) over
500 episodes. More results are provided in Figure 7 and Table 7.

5.4.1. Baseline Comparison

In all multidrone missions, POMA consistently exhibits the high-
est ASR and lowest ATS, outperforming MA-POCA and IPPO.
This can be greatly attributed to its superiority in addressing the
sparse rewards and in capturing the effects of variable neighbors.
IPPO is better in single-agent missions but with the highest ATS
since only individual contributions are considered. However,
IPPO does not encourage collaboration as their success rate
decreases in 3-drone missions compared to 2-drone missions.
This is because of the limited room space when more drones
are involved. On the contrary, MA-POCA and POMA can handle
collaborations in constrained spaces since their success rate
increases when more drones are involved. Besides, as expected,
MADDPG shows the worst performance in all missions due to
its inefficiency in handling posthumous credit assignments.

5.4.2. Ablation Study

From the ablation study, we can observe that the AEO module
improves the POMA framework in multiagent missions as the
performance of POMA decreases a lot without the AEO module.

www.advintellsyst.com

Table 7. Performance comparison in large-scale missions (ASR 1/ATS |,
the best performance is highlighted with bold).

Model 6D3T60 6D6T60 6D9T60
MADDPG 9.49%/3114 0.49%/3506 0.09/4993
IPPO 7.0%/2750 2.8%/3153 0.49%/3407
MA-POCA 17.4%/2879 6.29%/3137 1.2%/3311
POMA (ours) 23.6%/1304 8.6%/1536 2.49%/1702

The attention mechanism considers neighbors with scores and
hence, improves collaborations. However, the AEO module
downgrades the performance in single-agent missions since
the model achieves the best in single-agent missions without
the AEO module. It is the side-effect of introducing an extra
Transformer network. Without the MCA module, the POMA
shows worse performance in single-agent missions, which veri-
fies the effectiveness of the designed MCA module. In No ACL
training, we fix ¢ = 0.2. From the results, the ACL module sig-
nificantly addresses the sparse reward issue and improves train-
ing efficiency as illustrated in Figure 7.

5.4.3. Qualitative Analysis

The snapshots from the simulation are illustrated in Figure 6.
From (a) to (b), Agent 2 sees the two targets and navigates toward
them, while Agent 3 is searching for other targets in front, and
Agent 1 stays behind. From (c) to (d), Agent 2 finds the last target
when Agent 1 is moving forward to search. To avoid collisions,
Agent 1 moves back to provide space for Agent 2 to navigate to
the final target. These maneuvers show significant collaborations
and the advantages of using a visual drone swarm to search tar-
gets when prior information is not available.

5.4.4. Quantitative Analysis

The training curves regarding the ASR are illustrated in Figure 7.
From the curves, MADDPG shows the worst training perfor-
mance, and IPPO shows higher learning efficiency, while POMA
obtains the highest success rate even under a higher TDL.
Without the ACL module in the sparse reward space, it is hard
to find the optimal policy as observed in the POMA w/o ACL
curve. Compared to the baseline MA-POCA, all designed mod-
ules have contributed to the improvement of POMA.

Table 6. Comparison with baselines and ablation models over different testing missions with 3 obstacles (ASR 1/ATS |, the best performance is

highlighted with bold).

Model 1D1T 2D1T 3D1T 1D2T 2D2T 3D2T 1D3T 2D3T 3D3T

MADDPG!"! 31%/1952 36%/1955 38%/1613 12%/2330 16%/2108 18%/2072 3%/2283 6%/1832 6%/2140
1PPOI! 51%/1510 75%/827 64%/906 25%/2014 48%/1295 47%/1272 15%/1876 34%/1431 31%/1521
MA-POCA!'®! 48%/1165 68%/923 69%/659 24%/1236 41%/1257 48%/1246 14%/1139 22%/1389 33%/1469
POMA (ours) 43%/958 80%/658 81%/539 17%/1325 67%/1066 71%/948 109/1435 41%/864 43%/903
No AEO 57%/691 76%)/725 76%/951 30%/1200 43%/1388 50%/1541 17%/1375 25%/1529 35%/1575
No MCA 31%/1358 79%)/852 74%/681 17%/1682 62%/1254 60%/1053 8%/1613 47%/1528 39%/1122
No ACL 19/1024 65%/1587 41%/1613 19/1021 45%/2264 25%/2158 0%/N.A. 36%/2650 15%/2347
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Figure 6. Snapshots of simulation with 3D3T. The time sequence is from (a) to (d). It shows significant collaborative behaviors (Agent 1 moves back to
provide space for Agent 2 to navigate to the final target as observed in (c)).
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Figure 7. Learning curves of MADDPG, IPPO, MA-POCA, POMA (ours),
and different ablations.

We further test our model and baseline models over extended
large-scale missions, including 6 drones-3 targets-6 obstacles
(6D3T60), 6D6T60, and 6DIT60 in a 10 x 10 x 3m room
(see an example of 6DIT6O in Figure 8). The performance is
listed in Table 7. The search performance of POMA decreases
when more targets are involved and a larger search space with
more obstacles is considered. However, POMA still achieves
the best ASR in all large-scale missions. It is noticed that, for
the 6D9T60 mission, it is quite challenging to find all targets
with limited visual perception, even with POMA.

Adv. Intell. Syst. 2024, 2300761 2300761 (11 of 14)

Figure 8. The 6D9T60 mission in a 10 x 10 X 3 m room.

6. Physical Experiments
6.1. Settings

We validate the Sim2Real and generalization capabilities of the
trained policy through extensive physical experiments in an
8m x 8m x 5m flight cage. The policy model is exported in
ONNX format and loaded with the ONNX runtime package in
Python. The Tello Edu drones with onboard cameras are
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controlled from decentralized edge computers via WIFI commu-
nication. To label if the target is found, the status of targets is
broadcast from a centric computer. The positions of OOIs are
captured with a motion capture system and streamed from
the centric computer. Implementation details are provided in
the following. We tested our model in 1D1T, 1D2T, 2D2T,
and 3D3T missions.

6.2. Physical Implementation

The policy model is trained in the simulation (2D2T mission)
and deployed over several edge computers. The framework of
the control is illustrated in Figure 9.

Each edge computer (Jetson Orin NX) is connected to the
WIFI hotpot from the Tello Edu drone (AP mode with different
names) and meanwhile wire-connected to the TP-Link router
with different fixed IP addresses (192.168.0.121 — 192.168.0.123).
The centric computer is wire-connected to the OptiTrack system
and streams the pose information via WIFI connected to the
TP-Link router (192.168.0.100).

The Robotic Operating System Melodic is deployed on all com-
puters with the centric computer as the master node. The edge
computer subscribes to the pose topic from the centric computer
and the video stream from the connected drone. The obtained
information is further processed and passed into the loaded pol-
icy model with the ONNX runtime package on the edge com-
puter. The output actions drive the Tello Edu drones to search
and navigate to targets with the Tello Edu SDK 2.0. To label
the status of targets, a target-status topic (vector) is created
and maintained on the centric computer side and updated by

i OptiTrack
L w
Centric Wi-Fi
Computer Router
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all drones. If one target is found (distance to the drone is within
5 cm), the status of the target is labeled with 1 and its position is
set to infinity. When all targets are found, the drones stop flying.
This can avoid repetitive searching.

6.3. Main Results and Discussion

Figure 2 illustrates the performance of our trained model in a
typical 3D3T mission. Three drones fly to search for targets while
avoiding obstacles with real-time video stream (see Figure 2a).
Their trajectories show significant collaborative behaviors as
Tello 3 attempts to navigate to Target 1 when Tello 2 has already
found Target 3 and Target 2 (see Figure 2b). Meanwhile, Tello 1
tries to find other hidden targets. These collaborations improve
search and navigation efficiency, especially in time-critical mis-
sions such as SAR. Figure 10 illustrates the trajectories of drones
in different missions (1D1T, 1D2T, and 2D2T), demonstrating
the effectiveness of Sim2Real with the trained model in different
missions. Compared to traditional approaches, the DRL-based
policy can be seamlessly applied to various missions without
fine-tuning. The trained policy has showcased outstanding adap-
tiveness and scalability in different scenarios when a variable
number of targets and agents are involved.

Note that in the simulation, the target disappears when
touched by drones, while the target is still observable in physical
experiments when it is labeled “found”. This definitely affects the
search performance of drones (the drone may hover some time
in front of the target) even though we designed the mechanism to
avoid repetitive searching (setting the found target’s position to
infinity). To address this issue, we can add some rules in the loop
to guide the drone. In addition, the unstable position stream
from the motion capture system also affects the search behavior
as we can observe that some drones may hesitate to move at the
corners of the room. However, the search policy still shows the
resilience to finish the task and can be extended to various mis-
sions. More physical experiments are provided in Video,
Supporting Information.

7. Conclusion

This article presents the POMA framework, an advanced solution
that leverages MADRL for the complex problem of CMTSN.
Our proposed method incorporates novel ACL and mixed
individual-group credit assignment mechanisms that balance
individual and group contributions in reward

sparse

Tello 1

QY
Tellol T

e

.

Figure 10. Snapshots of physical experiments in different missions. The trained policy model shows strong generalization capability even when only
trained in a 3 drones versus 3 targets scenario a) 1 drone vs. 1 target; b) 1 drone vs. 2 targets; c) 2 drones vs. 2 targets.
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environments. Simultaneously, the attention mechanism in
POMA refines variable local observations, leading to significant
enhancements in collaboration and scalability. Experimental
results conducted on drone simulations demonstrate that our
model attains superior performance over baseline methods.
We further deploy the trained model over a visual drone swarm
and conduct physical tests in different missions. Real-world
flight experiments in various missions demonstrate the effective-
ness and generalization capability of our approach.

The framework’s ability to balance individual and group
contributions in sparse reward environments, coupled with its
demonstrated effectiveness in drone swarm management for
real-world applications, underscores its potential to enhance effi-
ciency, decision-making, and adaptability across different diverse
and critical fields when collaborative behaviors are required.
In future work, the ease of communication loss and human guid-
ance in the loop will be investigated to improve the performance
of our policy in more complex scenarios.
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