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Abstract

The dual iteration was introduced in a conference paper in 1997 by Iwasaki as
an iterative and heuristic procedure for the challenging and non-convex design
of static output-feedback controllers. We recall in detail its essential ingredi-
ents and go beyond the work of Iwasaki by demonstrating that the framework
of linear fractional representations allows for a seamless extension of the dual
iteration to output-feedback designs of practical relevance, such as the design

of robust or robust gain-scheduled controllers. In the paper of Iwasaki, the
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dual iteration is solely based on, and motivated by algebraic manipulations
resulting from the elimination lemma. We provide a novel control theoretic
interpretation of the individual steps, which paves the way for further general-
izations of the powerful scheme to situations where the elimination lemma is
not applicable. As an illustration, we extend the dual iteration to a design of
static output-feedback controllers with multiple objectives. We demonstrate the
approach with numerous numerical examples inspired from the literature.
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1 | INTRODUCTION

The design of static output-feedback controllers constitutes a conceptually simple and yet theoretically very challenging
problem. Such a design is also a popular approach of practical interest due to its straightforward implementation and the
fact that, typically, only some (and not all) states of the underlying dynamical system are available for control. However,
in contrast to, for example, the design of static state-feedback or dynamic full-order controllers, the synthesis of static
output-feedback controllers is intrinsically a challenging bilinear matrix inequality (BMI) feasibility problem. Such prob-
lems are in general non-convex, non-smooth and NP-hard to solve.! These troublesome properties have led to the devel-
opment of a multitude of (heuristic) design approaches, which only yield sufficient conditions for the existence of such
static controllers. Next to providing only sufficient conditions, another downside of these approaches is that they might get
stuck in a local minimum of the underlying optimization problem that can be far away from the global minimum of inter-
est. Nevertheless, such approaches are employed and reported to work nicely on various practical examples. Two detailed
surveys on static output-feedback design elaborating on several of such approaches are provided in References 2 and 3.

Abbreviations: BMI, bilinear matrix inequality; IQC, integral quadratic constraint; KYP, Kalman-Yakubovich-Popov; LFR, linear fractional represen-
tation; LMI, linear matrix inequality.
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Similar difficulties arise in the general robust output-feedback controllers synthesis problem. Considering this general
design problem is of tremendous relevance in practice since any designed controller is required to appropriately deal with
the mismatch between the employed model and the real system to be controlled. The general strategy in References 4-6 is
to directly include uncertainty descriptions into the considered models. Depending on the real system, this often amounts
to considering dynamical systems that are simultaneously affected by several uncertainties of different types, such as
constant parametric, time-varying parametric, dynamic, or nonlinear ones. This calls for dedicated design methods with a
very high flexibility, similarly as provided by the framework of integral quadratic constraints’ (IQCs) for system analysis.
Unfortunately, most of the currently available methods lack this flexibility or are not very efficient.

In this article, we present and extend the dual iteration which paves the way for resolving some of these issues. The
dual iteration is a heuristic method introduced in References 8 and 9 for designing stabilizing static output-feedback
controllers for systems unaffected by uncertainties, which is also considered and conceptually compared to alternative
approaches in the survey.> We elaborate in a tutorial fashion on the individual steps of this procedure for the design of
static output-feedback H,-controllers for linear time-invariant systems. In particular, we demonstrate that all underlying
steps can be viewed as algebraic consequences of a general version of the elimination lemma as given, for example, in
Reference 10. The latter lemma is a very powerful and flexible tool for controller design based on linear matrix inequalities
(LMIs), which works perfectly well in tandem with the framework of linear fractional representations*!!12 (LFRs). As
a consequence, this lemma enables us to provide a novel generalization of the dual iteration to a variety of challenging
non-convex synthesis problems beyond the design of stabilizing static controllers as considered in References 8 and 9.
In particular, we present a seamless extension of the dual iteration to robust H- and robust gain-scheduled H,-design
in the case that only output measurements are available for control; for these robust designs, we consider arbitrarily
time-varying parametric uncertainties and rely on IQCs with constant multipliers.

Unfortunately, the elimination lemma does not apply for several interesting controller design problems such as those
with multiple objectives, where it is also desirable to have an applicable variant of the dual iteration for static and/or
robust design available. To this end, we provide a control theoretic interpretation of the individual steps of the dual iter-
ation, which does not involve the elimination lemma and builds upon.!3 In Reference 13, we have developed a heuristic
approach for robust output-feedback design that was motivated by the well-known separation principle. This constitutes
the consecutive solution of a full-information design problem and another design problem with a structure that resem-
bles the one in robust estimation. We show that the latter is directly linked to the primal step of the dual iteration. Based
on this interpretation, we provide a generalization of the dual iteration to numerous situations where elimination is not
possible. As a demonstration, we consider the design of a static output-feedback controller for an LTI system with two
performance channels; the controller ensures that the first channel admits a small H,,-norm in closed-loop and that the
second channel satisfies a quadratic performance criterion.

Outline. The remainder of this article is organized as follows. After a short paragraph on notation, we recall in full
detail the dual iteration for static output-feedback H,-design in Sections 2.1 and 2.2. A novel control theoretic interpre-
tation of the iteration’s ingredients is then provided in Section 2.4. We point out novel opportunities offered through this
interpretation, by extending the dual iteration to the static output-feedback design of controllers with multiple objectives
in Section 3. In Section 4, we show that the dual iteration is not limited to precisely known systems, by considering the
practically highly relevant synthesis of robust output-feedback controllers for systems affected by arbitrarily time-varying
uncertainties. Moreover, we also comment on further extensions of the iteration to deal, for example, with the challeng-
ing synthesis of robust gain-scheduling controllers. The use of all these methods is demonstrated in terms of numerous
numerical examples inspired from the literature, which includes a challenging missile autopilot design. Finally, several
key auxiliary results are collected in the appendix.

Notation. L, denotes the space of vector-valued square integrable functions with norm ||x||i2 1= f0°° x(HT x(¢) dt. If
A B
C D
[-AT,—CT,—-BT, —-DT]. For matrices A, B,C, D, X1, ... ,Xn, X, P, we employ the abbreviations He(X) : =X + XT and

G(s)=D+ C(sI — A)™'B, we write G=[A,B,C,D], Gs = ( > and use G* = [-AT,CT,—BT,DT] as well as —G* =

T
Xi 0 I 0 I 0
. A B X|0
diag(Xy, ..., Xn) := and Z [ X,P, :=|1A B A BJ.
C D S O|P)|——
0 XN C D C D

Finally, objects that can be inferred by symmetry or are not relevant are indicated by “e”.
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2 | STATICOUTPUT-FEEDBACK H,-DESIGN

In this section, we recall the essential features of the dual iteration for static output-feedback design as proposed in Refer-
ences 8 and 9 in a tutorial fashion. In contrast to References 8 and 9, we directly include an H ., -performance criterion and,
as the key point, we provide a novel control theoretic interpretation of the individual steps of the iteration. We reveal that
this allows for interesting extensions as exemplified in the next section. We begin by very briefly recalling the underlying
definitions and analysis results.

2.1 | Analysis

For some real matrices of appropriate dimensions and some initial condition x(0) € R", we consider the

system
x(t) A B\ [x(®
= 1)
e(t) C D/ \d®
for t>0; here, d € L, is a generalized disturbance and e is the performance output which is desired to be small in the

L-norm. The energy gain of the system (1) coincides with the H,-norm of (1) and is defined in a standard fashion as
follows.

Definition 1. The system (1) is said to admit an energy gain smaller than y > 0 if A is Hurwitz and there exists an € >0
such that ||e||iZ <@?-¢)|d ||iZ for all d € L, and for x(0) = 0. The energy gain of the system (1) is the infimal y > 0 such
that the latter inequality is satisfied.

We have the following well-known analysis result which is often referred to as bounded real lemma (see, e.g., Section
2.7.3 of Reference 14) and constitutes a special case of the KYP lemma.!>

é _:/)2 I> and G(s) := C(sI — A)~'B + D be the transfer matrix corresponding to (1). Then the system

(1) admits an energy gain smaller than y if and only if there exists a symmetric matrix X satisfying

(2 ()G G- D))
X>0 and Z Py, = + P, <0. (2
X 0 I « A B X 0 A B 0 I 0 I

Moreover, ||Gl|e = sup,cr||G(iw)|| equals the infimal y > 0 such that the above LMIs are feasible.

Lemmal. LetP, (=

In our opinion, the abbreviation £ (., -, ) in (2) is particularly well-suited for capturing the essential ingredients of
inequalities related to the KYP lemma. Thus we make use of it throughout this article. The involved symmetric matrix X
is usually referred to as a (KYP) certificate or as a Lyapunov matrix.

2.2 | Synthesis
2.21 | Problem description

For fixed real matrices of appropriate dimensions and some initial conditions x(0) € R", we now consider the open-loop
system

(f) A | B, B [ x0
e(t) = C1 D11 D12 d(t) (3)
J’(t) C2 Dy 0 U(t)
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for t > 0; here, u is the control input and y is the measured output. Our main goal in this section is the design of a static
output-feedback controller for the system (3) with description

u(t) = Ky(t) 4)

such that the corresponding closed-loop energy gain is as small as possible. The latter closed-loop interconnection is given

by
x(t A B x(t A B B x(t
o) _ o) _ Ve (2 )kl pa) ) (2 -
e(t) C D/ \d@® C1 Dn D1, (3]
with ¢t > 0. Note that the system (5) is of the same form as (1), which allows for its analysis based on the bounded real
lemma 1. As usual, trouble arises through the simultaneous search for some certificate X and a controller gain K, which
is a very difficult non-convex BMI problem. A remedy for a multitude of controller synthesis problems is a convexifying
parameter transformation that has been proposed in References 16 and 17. Another option is given by the elimination
lemma as developed in References 10 and 18. The latter lemma is well-known in the LMI literature, but since we will
apply it frequently, we provide the result as Lemma 11 together with a constructive proof in the appendix. In partic-

ular, by directly using the elimination lemma on the closed-loop analysis LMIs, we immediately obtain the following
well-known result.

Theorem 1. Let Gy, :=[A, By, Cy, D11 ]. Further, let V and U be basis matrices of ker(Cs, D,1) and ker(BY, DlTZ), respectively.
Then there exists a static controller (4) for the system (3) such that the analysis LMIs (2) are feasible for the corresponding
closed-loop system if and only if there exists a symmetric matrix X satisfying

T 0 X G T 0 X! 1 I
X>0, V& . Py, V<0 and U'Z 4 P, i} U>o.
X o I X' o -Gy /)

Moreover, the infimal y > 0 such that there exists some symmetric X satisfying the above inequalities is equal to
Yopt .= inf {y > 0 |There exists a controller (4) s.th. the analysis LMIs (2) are feasible in X for the interconnection (5)} .

By the elimination lemma we are able to remove the controller gain K from the analysis LMIs for the closed-loop sys-
tem (5). However, the variable X now enters the above inequalities in a non-convex fashion. Therefore, determining yp
or computing a suitable static controller (4) remain difficult. Note that this underlying non-convexity is not limited to
the employed elimination based approach, but seems to be an intrinsic feature of the static controller synthesis problem.
Thus the latter problem is usually tackled by heuristic approaches, and upper bounds on y,p; are computed. In the sequel,
we present the dual iteration from References 8 and 9 which is a heuristic procedure based on iteratively solving convex
semi-definite programs. We will argue that this iteration is especially useful if compared to other approaches since it pro-
vides good upper bounds on y,,; and since it seamlessly generalizes, for example, to robust design problems. Its essential
features are discussed next.

2.2.2 | Dualiteration: Initialization

In order to initialize the dual iteration, we propose a starting point that allows the computation of a lower bound on yp
as a valuable indicator of how conservative any later computed upper bound on y, is. This lower bound is obtained by
the following observation. If there exists a static controller (4) for the system (3) achieving a closed-loop energy gain of y,
then there also exists a dynamic” controller with description

%.(t) A¢ B\ [(x.(0)
= (6)
u(t) ce D)\ yo
"In this article and for brevity, dynamic controllers is are always of full-order, that is, they have the same number of states as the underlying open-loop
system.
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which achieves (at least) the same closed-loop energy gain. Indeed, by simply choosing A° = —I,,, B =0, C* =0 and D° =K,
we observe that the energy gain of (5) is identical to the one of the closed-loop interconnection of the system (3) and the
dynamic controller (6). Note that, the matrix —I,, can be replaced by any other stable matrix in R™". It is well-known that
the problem of finding a dynamic controller (6) for the system (3) is a convex optimization problem with the following
solution which is, again, obtained by applying the elimination lemma 11. A proof can also be found, for example, in
References 18 and 19.

Theorem 2. Let G, U and V be as in Theorem 1. Then there exists a dynamic controller (6) for the system (3) such that the
analysis LMIs (2) are feasible for the corresponding closed-loop system if and only if there exist symmetric matrices X and Y
satisfying

X I r 0 X G . oY\ (I
>0, V' & . Py, V<0 and U'Z P, U>0. (7ab,c)
1Y X 0 1), Y 0 -Gy, /)

In particular, we have ygof < Yopt fOr vaor being the infimal y > 0 such that the LMIs (7) are feasible.

In a standard fashion and by using the Schur complement on the LMI (7c), it is possible to solve the LMIs (7) while
simultaneously minimizing over y in order to compute yqor. In particular, as the latter is a lower bound on y, it is not
possible to find a static output-feedback controller with an energy gain smaller than y4of.

As an intermediate step, if the LMIs (7) are feasible, we note that we can easily design a static full-information con-
troller u = Fy = (F1, F,)y for the system (3) such that the analysis LMIs (2) are feasible for the corresponding closed-loop

system; here, the measurements y are replaced by the virtual measurementsj := <§> and the resulting interconnection

is explicitly given by

x(t) _ A+ B2F1 Bl + B2F2 x(t) _ A Bl + B2 r x(t) (8)
e(t) C1+DiFy Dy +DppF, ) \d(®) C1 Dy D1 d)

Indeed, by applying the elimination lemma 11, we immediately obtain the following convex synthesis result.

Lemma 2. There exists some full-information gain F such that the analysis LMIs (2) are feasible for the system (8) if and
only if there exists a symmetric matrix Y > 0 satisfying (7c).

2.2.3 | Dualiteration

We are now in the position to discuss the core of the dual iteration from References 8 and 9. The first key result provides
LMI conditions that are sufficient for static output-feedback design based on the assumption that a full-information gain
F =(F1,F,) is available.

Theorem 3. Let G1; and V be as in Theorem 1 and let Gfl be the transfer matrix corresponding to (8). Further, suppose that
A+ B,yF, is stable. Then there exists a static controller (4) for the system (3) such that the analysis LMIs (2) are feasible for
the corresponding closed-loop system if there exists a symmetric matrix X satisfying

r 0 X Gn 0 X G,
V& % 0 , Py, . V<0 and &£ % 0 , Py, k <0. (9a,b)

Moreover, we have yqor < Yopt < yr for yr being the infimal y > 0 such that the LMIs (9) are feasible.

Proof. The left upper block of (9b) reads as the Lyapunov inequality
(A + ByF1)'X + X(A + B,Fy) + (C1 + D12F1)"(Cy + D1yFy) < 0.

Hence stability of A+ B,F; implies X >0. This enables us to apply the elimination lemma 11 in order to
remove the full-information controller gain F from the LMI (9b), which yields exactly the third of the
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inequalities in Theorem 1. Combined with X > 0 and (9a), this allows us to construct the desired static controller via
Theorem 1. [

Observe that A + B,F; is stable by construction if the gain F is designed based on Lemma 2, and that (9b) exactly
is the analysis LMI (2) for the interconnection (8). Further, note that we even have yop = yr if we view the gain
F as a decision variable in (9). However, this would render the computation of yr as troublesome as that of yop
itself.

Intuitively, Theorem 3 links the difficult static output-feedback and the manageable full-information design problem
with a common quantity (here, the Lyapunov matrix X). This underlying idea is also employed in order to deal with
many other non-convex and/or difficult problems such as the ones considered in References 20-22. In fact, one can even
show that there exist some gain F and a matrix X > 0 satisfying (9) if and only if there exist matrices X, F, N = (N1, N>)
satisfying

A By B,

0 X _— FT
X>0 and &£ <X 0>,Py, C. D1 Dy, +He<< I><N1C2 NiDy; —N2>><0. (10)

0 1 0

The latter inequalities form the basis of the approach in Reference 20 for static output-feedback H,-design.
While Theorem 3 is interesting on its own, the key idea of the dual iteration is that improved upper bounds on y, are
obtained by also considering a problem that is dual to full-information synthesis. This consists of finding a full-actuation
gain E = (ET, EZT )T such that the analysis LMIs (2) are feasible for the system

x(t) _ A+ El CZ Bl + E1D21 x(t) _ A Bl +E (C2 Dy, ) x(t) - (11)
e() C1 +E;Cy Dy + ExDy d() C, Dn d()

As before, a convex solution in terms of LMIs is immediately obtained by the elimination lemma 11 and reads as follows.

Lemma 3. There exists some full-actuation gain E such that the analysis LMIs (2) are feasible for the system (11) if and only
if there exists a symmetric matrix X > 0 satisfying (7b).

Based on a designed full-actuation gain E we can formulate another set of LMI conditions that are sufficient for static
output-feedback design. The proof is analogous to the one of Theorem 3 and can hence be omitted.

Theorem 4. Let Gy, and U be as in Theorem 1 and let G be the transfer matrix corresponding to (11).
Further, suppose that A+ E;C, is stable. Then there exists a static controller (4) for the system (3) such that
the analysis LMIs (2) are feasible for the corresponding closed-loop system if there exists a symmetric matrix Y

satisfying
0 Y 1 1 T 0 Y - 1
4 P, >0 and U'% P U > 0. (12a,b)
Y o —(GE)* . Y O -Gy, “

Moreover, we have yqor < Yopt < Y for yg being the infimal y > 0 such that the LMIs (12) are feasible.

In the sequel, we refer to the LMIs (9) and (12) as primal and dual synthesis LMIs, respectively. Accordingly, we address
Theorems 3 and 4 as primal and dual design results, respectively. Observe that the latter are nicely intertwined as follows.

Theorem 5. The following two statements hold.

« If A+ B,F, is stable and the primal synthesis LMIs (9) are satisfied for some y, some matrix X, and some full-information
gain F=(F1,F,), then there exists some full-actuation gain E = (ET,EzT)T such that A+ E,C, is stable and the dual
synthesis LMIs (12) are satisfied for the same y and for Y = X~1. In particular, we have yg < y.

o If A+ E;C, is stable and the dual synthesis LMIs (12) are satisfied for some y, some matrix Y, and some full-actuation
gain E = (E7, EZT)T, then there exists some full-information gain F = (F1, F;) such that A + B,F is stable and the primal
synthesis LMIs (9) are satisfied for the same y and for X = Y~L. In particular, we have yr < y.
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Proof. We only show the first statement as the second one follows with analogous arguments. If A + B,F; is stable and
the primal synthesis LMIs (9) are feasible, we can infer X > 0 from (9b) as in Theorem 3. Due to (9a) and Lemma 3, we
can then conclude the existence of a full-actuation gain E satisfying

0 X G,
< Py, <0
X 0 I SS

with exactly the same Lyapunov matrix X > 0. In particular, the left upper block of the above LMI is a standard Lyapunov
inequality which implies that A + E;C; is stable. Moreover, an application of the dualization lemma 10 as given in the
appendix allows us to infer that (12a) is satisfied for Y = X~! > 0. Finally, by using the elimination lemma 11 on the LMI
(9b) to remove the full-information gain F, we conclude that (12b) is satisfied as well. This finishes the proof. (]

The dual iteration now essentially amounts to alternately applying the two statements in Theorem 5 and is stated as
follows.

Algorithm 1. Dual iteration for static output-feedback H ,-design.

1. Initialization: Compute the lower bound yqof based on solving the dynamic synthesis LMIs (7) and set y° := +co as well
as k=1. Design an initial full-information gain F from Lemma 2.

2. Primal step: Compute yr by solving the primal synthesis LMIs (9) for the given gain F and choose some small € > 0 such
that y* := yr(1 + &) < y*=1. For y = y*, determine a matrix X satisfying the LMIs (9) and apply the elimination lemma
11 on (9a) in order to construct a full-actuation gain E satisfying the dual synthesis LMIs (12) for Y =X"1.

3. Dual step: Compute yg by solving the dual synthesis LMIs (12) for the given gain E and choose some small g1 >0
such that y**' 1= yg(1 + ex41) < y*. For y = y**, determine a matrix Y satisfying the LMIs (12) and apply the elimi-
nation lemma 11 on (12a) in order to construct a full-information gain F satisfying the primal synthesis LMIs (9) for
X=Yy1

4. Termination: Ifk is too large or y* does not decrease any more, then stop and construct a static output-feedback controller
according to Theorem 4.

Otherwise set k =k + 2 and go to the primal step.

Remark 1.

(a) Theorem 5 ensures that Algorithm 1 is recursively feasible, that is, it will not get stuck due to infeasibility of some
LM]I, if the primal synthesis LMIs (9) are feasible when performing the primal step for the first time. Additionally, the
proof of Theorem 5 demonstrates that we can even warm start the feasibility problems in the primal and dual steps
by providing a feasible initial guess for the involved variables. This reduces the computational burden remarkably.

(b) The small numbers g, > 0 are introduced since, in general, it is not possible to determine optimal controllers or gains
(because these might not even exist); this is the reason for working with close-to-optimal solutions instead.

(c) We have ygof < yopt < y¥ < ... <y? <y for all k € N and thus the sequence (y*),cn converges to some value y* >
Yopt- As for other approaches, there is no guarantee that y* = y,,. Nevertheless, the number of required iterations to
obtain acceptable bounds on the optimal energy gain is rather low as will be demonstrated.

(d) As for any heuristic design, it can be beneficial to perform an a posteriori closed-loop analysis via Lemma 1.
The resulting closed-loop energy gain is guaranteed to be not larger than the corresponding computed upper
bound y*.

(e) If astatic controller K is available that achieves a closed-loop energy gain bounded by y, then the dual iteration can
be initialized with F = (KC,, KD,;). In particular, the primal synthesis LMIs (9) are then feasible and we have yr < y.

(f) If one is only interested in stability as in the original publication,®° one should replace the analysis LMIs (2) with
X >0and ATX + XA < yX and adapt the design results accordingly while still minimizing y. In this case, we note
that the emergence of terms like y X requires the solution of generalized eigenvalue problems. These can be efficiently
solved as well, for example, with Matlab and LMIlab.?3

Remark 2. The selection of a suitable gain F during the initialization of Algorithm 1 can be crucial, since feasibility of the
primal synthesis LMIs (9) is not guaranteed from the feasibility of dynamic synthesis LMIs (7) and depends on the concrete
choice of the gain F. Similarly as in Reference 9, we propose to compute the lower bound y40r and then to reconsider the
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LMIs (7) for y = (1 + €)y4or and some fixed £ > 0 while minimizing trace(X + Y). Due to (7a), this is a common heuristic
that aims to push X toward Y~! and which promotes feasibility of the non-convex design matrix inequalities in Theorem 1.
Constructing a gain F based on Lemma 2 and these modified LMIs promotes feasibility of the primal synthesis LMIs (9)
as well.

2.3 | Examples

In order to illustrate the dual iteration from References 8 and 9 and as described above, we consider several examples from
COMPI,ib* and compare the iteration to the following common and recent alternative static output-feedback H,-design
approaches:

« A D-K iteration scheme (also termed V-K iteration, for example, in References 25 and 26) that relies on minimizing y
subject to the analysis LMIs (2) for the closed-loop system (5) (with decision variables y, X, K) while alternately fixing
K and X. We emphasize that this approach requires an initialization with a stabilizing static controller, because the
first considered LMI is infeasible otherwise. In this article, we utilize the static controller as obtained from computing
y! for the initialization.

« The approach presented in Section 6.3 of Reference 20, which makes use of so-called “S-Variables,” will be referred to
as SVar iteration. This approach is based on minimizing y subject to the LMIs (10) (with decision variables y, X, N, F)
while alternately fixing F and N. We initialize this algorithm in the same way as the dual iteration and as stated in
Remark 2.

« The hinfstruct algorithm from Reference 27 available in Matlab using default options.

« hifoo 3.5 withhanso 2.01 from Reference 28 using default options.

We denote the resulting upper bounds on yp; as y(’i‘k, ysli,ar, Yhis> and s, respectively; the superscript k indicates that
the algorithm was stopped after k iterations. All computations are carried out with Matlab on a general purpose desktop
computer (Intel Core i7, 4.0 GHz, 8 GB of ram) and we use LMIlab?3 for solving LMIs; in our experience the latter solver is
not the fastest, but the most reliable one that is available for LMI based controller design. The Matlab code for all example
in this article is available in Reference 29.

The numerical results are depicted in Table 1 and do not show dramatic differences between the dual iteration,
hinfstruct and hifoo in terms of computed upper bounds for most of the examples. However, the dual itera-
tion clearly outperforms the D-K and the SVar iteration. Similarly as in the original publication,” we observe that
few iterations of the dual iteration are often sufficient to obtain good upper bounds on the optimal y.p, which is
in contrast to the latter two algorithms. Obviously, all of the iterations can lead to potential improvements for more
than the chosen nine iterations. Finally, note that all of the considered algorithms can fail to provide a stabilizing
solution, which is due to the underlying non-convexity of the synthesis problem. In this case or in order to poten-
tially improve the obtained upper bounds, hinfstruct offers the possibility to restart with randomly chosen initial
conditions. This is as well possible for the dual and the SVar iteration, for example with a strategy as described
in Section 6.5 of Reference 20. The algorithm behind hifoo is randomized by itself and can thus also profit from
performing multiple runs. Clearly, all of these restart strategies come at the expense of additional computational
time.

The numbers T Tyg Trfm’ Tyeo and T,

.. in Table 1 denote the average runtime for 20 runs in seconds required for the

computation of y°, ygk, ;fvar, 7his> and g, respectively. We observe that our implementation of the dual iteration is mostly
slower than the D-K and the SVar iteration. Moreover, it is faster than hinfstruct and hifoo for systems with a small
number of states n, but does not scale well for systems with many states. The latter is, of course, not surprising since the
dual iteration is based on solving LMIs and thus inherits all related computational aspects. In contrast, hinfstruct and
hifoo rely on a more specialized optimization techniques that avoid solving LMIs. Note that the required computation
time for the dual iteration can easily be improved by applying faster generic LMI solvers such as Mosek*® or SeDuMi.3!
Instead of relying on generic solvers, it might even be possible to employ dedicated solvers such as Reference 32 which
exploit the particular structure of the primal and dual synthesis LMIs (9) and (12). However, exploring this potential for
numerical improvements is beyond the scope of this article. Finally, note that the initialization of the dual iteration is the
most time-consuming part; the actual iteration is relatively fast in comparison, since fewer decision variables are involved.
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TABLE 1 Optimal closed-loop H,-norms resulting from dynamic output-feedback design with upper bounds
obtained via the dual iteration, a D-K iteration, the SVar iteration, hinfstruct, and hifoo for several examples
from Reference 24, together with the corresponding average running times for 20 runs in seconds

Dual iteration D-K iteration SVar iteration hinfstruct hifoo

1 5

Name yqof v Y

AC3 297 453 3.67 3.47 010 412 4.03 008 390 383 0.09 3.64 0.16 3.62 3.03

79 T7° }’Zk ygk Ty;k yssvar y:var Trgm. This Ti’his Yhfo T}'hfo

AC18 538 14.62 10.74 10.72 1.37 12.22 1195 1.28 11.20 11.12 1.32 10.70 0.15 12.66 4.03
HE2 242 528 426 425 008 497 494 006 440 4.27 0.06 4.25 0.11 414 0.89
HE4  22.84 32.34 23.02 22.84 0.56 31.25 30.56 0.53 26.41 24.81 0.6 23.57 0.36 22.85 33.13
JE1 3.85 2040 1242 11.70 1.28k 19.15 18.62 1.16k 16.95 15.08 1.12k 10.15 1.72 23.52 49.48
REA2 113 124 117 116 0.07 121 120 0.06 117 1.16 0.06 1.15 0.14 116 6.38
DIS1 416 512 426 426 043 515 513 030 512 512 0.59 4.19 0.14 418 8.66
WEC1 364 761 500 411 198 7.36 732 177 732 731 1.95 4.05 0.24 4.05 16.34
IH 0.00 0.02 0.00 0.00 57.33 0.00 0.00 4502 0.01 0.01 486.05 2.45 2.73 197 33.83
NN14 9.43 30.10 17.53 17.49 0.15 23.29 19.90 0.12 18.87 18.64 0.13 17.48 0.16 17.48 7.09
NN17 2.64 - - - - - - - - - - 11.22 0.05 11.22  0.65
TDM 212 316 2.70 2.50 0.14 315 315 010 3.10 3.10 0.11 = = 257 73
DLR1 0.06 7.82 279 279 114 310 3.02 103 379 3.79 1.10 2.78 0.07 2.78 1.05

Note: All values are rounded to two decimals.

The most important benefit of LMI based approaches (such as the dual iteration) over algorithms such as
hinfstruct or hifoo is their potential for generalizations to deal with problems that are more interesting and
relevant than the mere design of static output-feedback controllers as considered in this section. These problems
include the design of (robust) controllers for systems involving delayed signals and uncertain or nonlinear compo-
nents, the synthesis of static controllers for time-varying systems as well as the design of controllers for systems
with continuous and discrete dynamics. In particular, we demonstrate in Section 4 that the dual iteration allows us
to synthesize, within a common framework, robust and robust gain-scheduling controllers for systems affected by
time-varying parametric uncertainties (and scheduling components). Finally, note again that a more detailed discus-
sion and conceptual comparison of static design approaches involving many more algorithms is found in the recent
survey.?

2.4 | A control theoretic interpretation of the dual iteration

So far the entire dual iteration solely relies on algebraic manipulations by heavily exploiting the elimination lemma 11.
This turns an application of the iteration relatively simple but not very insightful. A control theoretic interpretation of
the individual steps can be provided based on our robust output-feedback design approach proposed in Reference 13 that
was motivated by the well-known separation principle. The classical separation principle states that one can synthesize a
stabilizing dynamic output-feedback controller by combining a state observer with a state-feedback controller, which can
be designed completely independently from each other. Instead, we proposed in Reference 13 to design a full-information
controller and thereafter to solve a particular robust design problem with a structure that resembles the one in robust
estimation. The latter problem is briefly recalled next.

Suppose that we have synthesized a full-information controller & = Fj via Lemma 2. Then we can incorporate the
gain F =(F1, F,) into the closed-loop interconnection (5) with the to-be-designed static controller K and some parame-
ter 5 € [0,1] as depicted on the left in Figure 1; here, G denotes the open-loop system (3) augmented with the virtual

measurements y = <§> In this new configuration, we note that the control input u satisfies

u=(1-06)i+ad,
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FIGURE 1 Left: Incorporation of the full-information controller gain F into the interconnection (5) with the to-be-designed static
controller K and some parameter 6 € [0, 1]. Right: Allowing the controller to take additional measurements of u [Colour figure can be viewed
at wileyonlinelibrary.com]

that is, it is a convex combination of the outputs of the full-information and of the to-be-designed static output-feedback
controller. In particular, for 6§ = 0, we retrieve (8), the interconnection of the system (3) with the full-information

controller u = it = Fy for the output y = (2 . On the other hand, for 6 = 1, we recover the original interconnection

(5). This motivates to view é as a homotopy parameter that continuously deforms the prior interconnection into the
latter.

As in Reference 13, we treat the parameter 6 as an uncertainty. A robust design of K turns the achievable upper
bounds on the closed-loop energy gain rather conservative. To counteract this conservatism, we allow the to-be-designed
controller to additionally include measurements of the convex combination u which results in the configuration on the
right in Figure 1. This is expected to be beneficial, since the controller knows its own output # and, thus, it essentially
means to measure the new uncertain signal as well. Note that restricting K to admit the structure K = (K, 0) results again
in the configuration on the left in Figure 1.

Observe that the control input u can also be expressed as

u=>01-9i+éll=t+6zZ=Fix+F,d+w with Z:=ll—-fi=0—-Fx—F,d and W :=6Z.

Hence, disconnecting the controller K leads to the uncertain open-loop system

‘ ‘ A+ B,F, | B+ B,F, | B, |0

SOV (A1BL B O) (o) | +D211~“ D1+D2127:D2:0 X0

O |G PP, o | |72 SRR A0 ) (13)
I L | Ll I ARl Rt | K1

5 F F F a(t 2 21 ~

$() cF|pfpf o)\ ) F F | I | o] \a®

for t > 0 and with the augmented measurements y : = <i> . Note that the structure of the system (13) is closely related to

the one appearing in estimation problems as considered, for example, in References 33-36. As the essential point, we show
that the problem of finding a robust static controller K for (13) can be turned convex. To this end, note that reconnecting
the controller K leads to an uncertain closed-loop system with description

(f) AF | BE B[ X AF BF B, X(0)

e(t) |= Cf Dfl sz d([’) = Cf Dll:1 Dy, d(t) B w(t) = 6Z(1). (14)
— F F ~ F P F F P DF P DF ~

2(t) cr | of of, | wa CF +RCE | DE +RDE, RDE, )\ (o)

We analyze the latter system via static IQCs.” Since the (uncertain) homotopy parameter § varies in [0, 1], we employ
the set of constant multipliers
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T
o HT . I I .
P:= ‘H+H >0 % because P =6(1-8)H+HT) =0
H -H-HT ST sI

holdsforall 6 € [0, 1] and any multiplier P € P. This leads to the following robust analysis result, which can also be viewed
as a special case of the findings in Reference 37.

Lemma 4. Let Qlij. be the transfer matrix corresponding to the closed-loop system (14). Then the uncertain system (14) is

well-posed, that is, det(I — 6D§2) # 0 for all 6 € [0,1], and its energy gain is smaller than y for all § € [0, 1] if there exist
symmetric matrices X and P € P satisfying

II:I ng
<0 X) ( P, |0 ) I 0
X>0 and % , , <0. (15)
X 0 o|pr /)¢ ¢
0o I

Ss

The specific structure of the system (13) and of the multipliers in P allow us to render the design problem on the
right in Figure 1 convex, for example, by relying on the elimination lemma. This is the first statement of the following
result.

Theorem 6. Let Gg. denote the transfer matrices corresponding to (13) and let V be a basis matrix of ker <gf 11):221 (I)>

Further, suppose that A¥ = A + B,F is stable. Then there exists a controller K for the system (13) such that the robust analysis
LMIs (15) are satisfied if and only if there exist symmetric matrices X and P € P satisfying

F F
Gll GIZ

ox\ (P,O\|I O 0 X GF
; eI N R 11
Ve Z (x 0)’(01))’ GF GE Vp <0 and $<<X O),Py,< / )) <0. (16a,b)

0 I

SS

Moreover, the above LMIs are feasible if and only if the primal synthesis LMIs (9) are feasible. In particular, feasibility
of (16) implies that there exists a controller K for the original system (3) such that the analysis LMIs (2) are feasible for the
corresponding closed-loop interconnection.

In Reference 13, we gave a trajectory based proof of the second statement of this result in the context of robust
output-feedback design. Here, we show solely based on algebraic manipulations and on the LFR framework that
Theorem 6 actually recovers the primal design result Theorem 3 while having a nice interpretation in terms of
Figure 1.

Proof. First statement: Suppose that there is a controller K such that the closed-loop robust analysis LMIs (15) are satisfied.

T
Further, note that U = <(I) (I) 8> isan annihilator for (0,0, 1) and that P~! = <: 5) due to the structure of multipliers

in P. Employing the elimination lemma then leads to the LMI (16a) and to

l I 0 0
N _(AFYT —(CFYT —(CF)T
(A7) =(¢]) =(C) 0 x-1 0 IF’I‘ OFT
0 ! 0 U=@T|X"1 0|0 —(A7) =€)
~(By)' ~(Dj)" ~(D;))" o ol O I
0 0 I 7 \=B))" =(Dy)
BT -DT 0
2 12
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An application of the dualization lemma 10 yields (16b) and finishes the necessity part of the proof. The converse is
obtained by reversing the arguments.

Second statement: Observe that a valid annihilator V' is given by the choice Vp = _IF V with V being a basis matrix

of ker(C,, D). Moreover, via elementary computations and by recalling (13), we have

G{VI‘G{E2 <G11> )
110 )i I 0 X G ! /
i — - =|- 2 - /s h 1 T P 11 a7 p V.
GFTGF <—F> (I) and thus (16a) reads as 0 > V' 3((){0), y,<1>“>y+() ; %
21 22 — F ss
1
oI

0'7r
The latter inequality is actually identical to (9b) since G) P < I> = 0 follows from P € P. This shows that feasibility

SS

of (16) implies validity of (9). Conversely, if (9b) is satisfied, we can pick any P € P and infer that the latter inequality is
true, which leads to (16). n

As the most important benefit of the above interpretation, the design problem corresponding to Figure 1 can alter-
natively be solved, for example, via a convexifying parameter transformation instead of elimination and in various other
important scenarios. In particular, this allows for an extension of the dual iteration to situations where elimination is
not or only partly possible. To this end, let us show how to solve the design problem corresponding to Figure 1 without
elimination.

Theorem 7. Suppose that A" = A + B,F, is stable. Then there exists a controller K for the system (13) such that the robust
analysis LMIs (15) are feasible if and only if there exists matrices H, N = (N1, N,) and a symmetric matrix X satisfying

A" Bf B,
F F
0 X ,PL:Q,,,O,,, Cl Dy, Dy,
H+HT>0 and < <X 0), 0,0 I ,77770 7777777 { 77777 077 <0. (17a,b)
—_H - HT F F F F F
0}’ H-H HC2+NC3 HD21+ND31 ND32
0 0 1

If the above LMIs are feasible, a static controller K such that the analysis LMIs (2) are feasible for the closed-loop system (5)
is given by K :=(H — N,)"'N;.

Proof. We only prove the sufficiency part of the first statement and the second statement for brevity. Note at first that
X > 0 follows from stability of A" and by considering the left upper block of (17b). Moreover, observe that H is nonsingular

T
by H+ HT > 0. Then we can rewrite (17b) with P := (13 _HH_ HT> €PandK :=H 'Nas
F
A B1 B, cr GF
, CF DF' D 11 12
0 X\ (F,0 ! " 12 ox\ (Plo) |1 O
0> A-= -1, 0 1 0 =Y , s . (18)

X0 A P i i X0 0P/ |G, Gy
C2 -i-KC3 D21 +KD31 KD32 0 I

0 0 1 S8

In particular, K is a controller for the system (13) as desired. Moreover, from the right lower block of (18) and the

structure of P, we infer
N T N T
RDE, RDE, I I
p <0 and P >0 forall 6 €]0,1].
I I ol ol
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This implies det(I — 5KD§2) # 0 for all 6 € [0,1] and, in particular, that I —IA(D‘;2 is nonsingular. By recalling the
abbreviations in (13), we get

W = (Wi, W) := I — KD5)™(CE + KCE, DE, + KD%)) = —=F + (H — N2)"'N1(C2, D21) = —F + K(C5, D2).

Then we obtain via elementary computations that

I 0 0 I 0
AF BY B, A + B,KC, B, + B,KD»,
cr D, Du, r o C1 + D12KC, D + D1,KDy
0o I|=
0 I 0 0 I
T T T T I\wy W) | T T T T T T T T T T T T T T T
F oF F o F %
Cy +KC; D} +KD} KD}, W, W,
0 0 I Wy W,

In particular, we can infer from (18) that

A + B,KC, B; + B,KDy;

T
0 X T I
Z X 0 ,Py, Ci1 + D1,KCy Dq1 + D13KDy; <-W I P I W=0

0 I

holds, which yields the last claim. n

As it has been discussed for the primal one, the dual design result in Theorem 4 can as well be interpreted as
the solution to the dual synthesis problem corresponding to Figure 1. This is closely related to a feedforward syn-
thesis problem. In fact, it can be viewed as a separation-like result which involves the consecutive construction of
a full-actuation controller and a corresponding feedforward-like controller. To be concrete, for a given full-actuation
gain E = (ET, EZT )7, the dual synthesis problem corresponding to Figure 1 amounts to finding a static controller K such
that the robust analysis LMIs (15) are feasible for the interconnection of the controller K and the uncertain open-loop
system

x(n) (AF|BF i BE BEY(x() A+ EC,| B+ E Dy \—E;, B, E\\(x(®

ew)| _|cf|Df DL DY || d@) | _|Ci+ ExCy | Dy + EyDyy —E, Dy, E, || d()

w(t) = 62(1). (19)

| | G|Dy 0 DENeo| | o | Dy 0,0 I||lan|
(1) 00" 1"0 )Jlaw 0 0 10 0 ) aw

A convex solution to this design problem is given by the following result. Apart from an application of the dualization
lemma 10, the proof is almost identical to the one of Theorem 7 and thus omitted for brevity.

Theorem 8. Suppose that AF = A + E|C, is stable. Then there exists a controller K for the system (19) such that the LMIs
(15) are feasible for the resulting closed-loop system if and only if there exists matrices H, N = (NI, NZT )T, and a symmetric
matrix Y satisfying

—(AE)T —-(CcHT -C]
oy (B0 o 0 1 0
H+H" >0 and & (Y 0), 0 H+HT I ,,,?(,B,IE,T,,,,,,fﬁl),ﬁ,)];,,,,f?gl,, > 0. (20a,b)
o' I 0 0 0 T

E E T E E T E T
~(BEH + BEN)T —(DE,H + DEN)T ~(DEN)
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If the above LMIs are feasible, a static controller K such that the analysis LMIs (2) are feasible for the closed-loop system (5)
is given by K: =N,(H — N,)™L.

Let us conclude the section with an interesting observation. Due to the elimination lemma, feasibility of the primal
synthesis LMIs (9) is equivalent to the existence of a static output-feedback controller K and a common certificate X

satisfying
0 X GF 0 X
& N <0 and & P, o <0. (21)
X 0 I « X I «

for Gfl as in Theorem 3 and for G = [ A, BB, C, D] being the transfer matrix corresponding to (5) the closed-loop intercon-
nection of the system (3) and the controller K. Thus, by solving the primal synthesis LMIs, the dual iteration aims in each
primal step to find a static controller K, which is linked to the given full-information controller F through the common
certificate X. This shows once more that the suggested initialization in Remark 2 makes sense for the dual iteration as
well.

Due to Theorem 6, we also know that feasibility of the primal synthesis LMIs (9) is equivalent to the exis-
tence of a controller K such that the robust analysis LMIs (15) are satisfied for the closed-loop system (14). Let
us provide some alternative arguments that the existence of such a controller K is equivalent to feasibility of the
LMIs (21):

Let a suitable controller K = (K}, K;) be given. Then note that the uncertain closed-loop system (14) can also be
expressed as

bl

x(¢) _ A+ B, - K25)_1 [(1 = 6)F1 + 6K, (5] B, + B,(I — K25)_1 [(1 = 6)F, + 6K Dyq] x(t)
e(l) C1 + D1p(I — K28) 7' [(1 — 8)F1 + 6K1C2]  Diy + Do — K28) 7! [(1 = 6)F> + 6K, D) d(o)

in the sequel we abbreviate the above system matrices as A(6), B(6), C(6), and D(6), respectively. Since the robust analysis
LMIs (15) are satisfied, we infer, in particular, that

0 x A(5) B(5)
<X 0>,P,, c©) D©) ||<0 forall &elo,1]. (22)
0o I

This yields (21) for K: = (I — K,)~'K; by considering the special cases § =0 and 6 = 1.
Conversely, suppose that (21) holds for some static gain K. Then we can apply the Schur complement twice to infer

ANTX + XA XBY (o)

ATX+XA XB (o7 AB)TX + XA6) XB) ()7
@7 —y2I  (o)T| <0 aswell as @7 —y?I (¢)T| <0 and thus (@7 —2I (@T|<0
c D -1 C(8) D) —I

F F
Cl D11 =1

for all 6 € [0,1] and for K = (K, 0) by convexity. Applying the Schur complement once more yields again (22). From the
T

full block S-procedure,*® we infer the existence of a symmetric matrix P such that the LMIs (15) and < 5[ I) p ( 5[ I> =0

hold for all 6 € [0,1]. As argued in Reference 39 it is finally possible to find some P € P satisfying (15) as well.

3 | STATICOUTPUT-FEEDBACK MULTI-OBJECTIVE DESIGN

In this section, we consider the synthesis of static output-feedback controllers satisfying multiple design specifications. As
elaborated on, for example, in Reference 20,40-42, such synthesis problems with multiple objectives are more challenging
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than those with a single objective; in particular, the corresponding non-convex design of static controllers is rendered even
more difficult. Multi-objective design problems are particularly challenging in the context of the dual iteration because
the elimination lemma 11 is no longer applicable. We rely on the interpretation and results in Section 2.4 in order to
provide a novel variant of the dual iteration.

3.1 | Problem description

For fixed real matrices of appropriate dimensions and initial conditions x(0) € R", we now consider the open-loop
system

x(t) A Bl B2 B3 x(t)
t C: | D D D dq(t
e (1) _ 1 11 Diz D13 1(®) (23)
e (1) C, | Dy Dy Dy dx ()
y(t) C; | D3y D O u(t)

for t>0. For a given symmetric matrix P = (Q ) with R >0, we aim in this section to design a static

controller
u(t) = Ky(t) (24)

for the system (23) such that the He-norm |G|l = sup,crllG11(iw)|| is as small as possible and such that,
additionally,

(g”(lw)> P (g”(“")) <0 forall weRU (oo} (25)
I I

is satisfied; here G; := [A + B3KCs, B + BsKD3j, C; + D;3KC3, Djj + Dj3KDj3;] denote the closed-loop transfer matrices cor-
responding to the channel from d; to ¢; for j&{1,2}. The second objective (25), characterized by the matrix P, can be
employed, for example, to enforce mandatory gain or passivity constraints on the closed-loop interconnection of (23)
and (24). This additional objective turns the problem of finding a suitable controller into a difficult static multi-objective
design problem. Of course, one can include more than two objectives and it is also possible to deal, for example, with
constraints on the H,-norm. However, we focus on the above setup for didactic reasons. Our approach is based on the
following result which is a well-known and minor extension of the bounded real lemma.

1 0
0 —yi
and some controller (24). Then ||Gi1|l <y and (25) hold if and only if there exist positive definite matrices X and Y

satisfying
.,?((0 X>,Py,<g“) ><0 and 3((0 Y),P,<gzz) ><0. (26)
X 0 1 « Y O 1 «

We denote by yop: the infimal y > 0 such that there exists a controller (24) that renders the analysis LMIs (26) feasible for the
corresponding closed-loop system.

Lemma 5. Let P, := and let G; denote the transfer matrices corresponding to the interconnection of (23)

Remark 3. Similarly as in the previous section, informative lower bounds on y,,c can be obtained by considering the
corresponding dynamic output-feedback multi-objective design problems. The latter problem admits a convex solution
via the Youla parametrization*®** which can be costly to compute. A cheaper but also less informative lower bound is
obtained by performing a standard H-design involving a dynamic controller for the system (23) without the channel
from d, to e,.
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3.2 | Dualiteration

We present now a variant of the dual iteration in order to compute upper bounds on yp and corresponding static con-
trollers (24). We begin by stating the primal design result which is motivated by Theorem 7 and now involves two
full-information gains F; = (Fq1, F12) and F, = (F»1, F»,), one for each of the objectives respectively. The proof is almost
identical to the one of Theorem 7 and thus omitted for brevity.

Theorem 9. There exists a controller (24) such that the closed-loop analysis LMIs (26) are feasible if there exists matrices
H, N =(N1, N,) and symmetric matrices X, Y satisfying

X>0, Y>>0, H+HT >0, (27a)
A+ B,F,, B, + B,F, B,
0 X PO 0 C, + D3 Fy Dy, + D3F, Dy
&z <X 0>, 0,0 I , 0 I 0 ||l<o (27b)
0'I —-H—-H") | (N, - H)F,, + N,C; (N, — H)F;, + N,D;; N,
0 0 I
and
0Y PO 0 Cy + D3 Fy, Dy, + D3 Fy, Dy
< <Y > 0,0 T g0 o r 0 []<o. (27¢)
0'I -H—-H") |(N,— H)F,, + N,Cy (N, — H)Fy, + N,Ds5, N,
0 0 I

If the above LMIs are feasible, a static gain K such that the analysis LMIs (26) are feasible is given by K: = (H — N;)"!N.
Moreover, we have yop: < yr for yr being the infimal y > 0 such that the above LMIs are feasible.

Observe that we employ identical matrices H and N in the LMIs (27b) and (27c) corresponding to the two different
objectives. In contrast to many other LMI based approaches, this choice does not introduce any conservatism in the
following sense.

Theorem 10. There exists a controller (24) such that the closed-loop analysis LMIs (26) are feasible if and only if there exist
full-information gains F,, F,, matrices H, N and symmetric matrices X, Y satisfying (27).

Proof. Sufficiency follows from Theorem 9 and it remains to show necessity. To this end, let X,Y and K be matrices

satisfying the inequalities (26). With those matrices as well as F; := K(Cs, D3;), F, := K(C3, D3;) and N := H(K, 0) for some
to-be-chosen matrix H, the left hand side of (27b) equals

A+ B;KC; B, + B3;KD;, B,

P,.0 0 C,+ D,KC, D,, + D,,KD,, D

X 0/’ 011 " HT, ******************* Fszrzz OH+H")
-H - 0 0 0
0 1

Here, the blocks I';; do not depend on H and I'y; is identical to the left-hand side of the first LMI in (26). Thus I';; is
negative definite and we can hence infer that (27b) is satisfied for H = af and some large enough « > 0. Finally, we can
argue analogously and increase « if necessary to conclude that (27c¢) is satisfied as well. (]

Analogously, the corresponding dual design result is motivated by Theorem 8 and involves two full-actuation gains

E, = (E',,ET)" and E; = (EL,,EL)".
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Theorem 11. There exists a controller (24) such that the closed-loop analysis LMIs (26) are feasible if there exists matrices
H, N = (N{,N])" and symmetric matrices X, Y satisfying

X>0, Y>>0, H+H" >0, (28a)
—(A+ E;,C)T —(C, + E|,Cy)T —CT
P00 0 I 0
XNV o mrH 1 —(B, + E;; D3)" —(Dy, + E;;Dy)" -D!
Zz xo)| 0 H+H" I} ~ —(By+E; Dyt - Dy + EpDy)” =D s[>0 (28b)
o' I 0 0 0 I
T T
—(E; (N, — H)+ By;N,)" —(E;,(N,— H)+ D\3N;)" —NT
and
—(A+ EyCy)T —(Cy + ExCy)T -cr
P00 0 I 0
OM Vo mLmT T —(B, + Ey Dyy)" ~(Dyy + Ey,D3)"  =DT,
LIy o):| 0 H+H I} - —(By+EyDyp)t - (Dy + ExyDy,)" =Dy, [|>0. (28¢)
o' I 0 0 0 I

~(Ey(Ny — H)+ B3N,)" —(Epp(N, — H)+ Dy3N;)' —NT

If the above LMIs are feasible, a static gain K such that the analysis LMIs (26) are feasible is given by K := N1(H — N,)™..
Moreover, we have yop: < yg for yg being the infimal y > 0 such that the above LMIs are feasible.

Similarly as stated in Theorem 5, the primal and dual design results Theorems 9 and 11 can be sequentially applied.
Indeed, suppose that the LMIs (28) are feasible for some y > 0. Then Theorem 11 implies the existence of a static gain
K such that the analysis LMIs (26) are feasible for y. Due to Theorem 10 we can find some full-information gains F,
and F, such that the LMIs (27) are feasible for exactly the same y > 0. Note that superior full-information gains than the
ones proposed in the proof of Theorem 10 can be obtained, for example, by minimizing y subject to (27) with variables
X,Y,H, F,,F,,yand for N:=H(K,0).

Analogously, we infer from the feasibility of the primal synthesis LMIs (27) the existence of full-actuation gains such
that the dual synthesis LMIs (28) are feasible as well. In particular, the following dual iteration generates a monotonically
decreasing sequence (y*) < of upper bounds on Yopt-

Algorithm 2. Dual iteration for static output-feedback multi-objective synthesis.

1. Initialization: Set y° := +oo, k=1 and design initial full-information gains F, and F,.

2. Primal step: Compute yr by solving the primal synthesis LMIs (27) for the given gains F1, F, and choose some small
£x >0 such that y* := yp(1 + &) < y*~\. For y = y*, determine matrices X, Y satisfying the LMIs (27) and construct
full-actuation gains E,, E, satisfying the dual synthesis LMIs (28) for (X, Y) replaced by (X~1,Y™1).

3. Dual step: Compute yg by solving the dual synthesis LMIs (28) for the given gains E;, E, and choose some small
€r41 > 0such that y**! := yg(1 + £441) < y*. Fory = y**1, determine matrices X, Y satisfying the LMIs (28) and construct
full-information gains F1, F, satisfying the primal synthesis LMIs (27) for (X, Y) replaced by (X1, Y71).

4. Termination: Ifk is too large or y* does not decrease any more, then stop and construct a static output-feedback controller
according to Theorem 11.

Otherwise set k =k + 2 and go to the primal step.

Remark 4. Algorithm 2 can be initialized, for example, by considering the synthesis LMIs corresponding to the design
of so-called mixed controllers as proposed, for example, in Reference 41. These are dynamic controllers and their design
relies on employing a common Lyapunov certificate for each of the objectives in the underlying analysis LMIs. One can
then proceed similarly as stated in Remark 2 in order to generate suitable initial gains F; and F,.
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3.3 | Examples

In order to demonstrate the dual iteration as described in this section, we consider again several examples from
COMPI,ib* and compare the iteration to the following two alternative static output-feedback design approaches that can
deal with multiple objectives:

« The systune algorithm which is a derivation from hinfstruct from References 27 and 44 available in Matlab,
using default options.

« hifoo 3.5withhanso 2.01 from References 28 and 42 using default options.

As our second objective we consider here two scenarios. Both describe mandatory energy gain constraints with the
matrix P in (25) being chosen as

I 0 I 0
P = ! and Py = 2
0 -2 0 —-4’L

respectively. The system matrices provided by COMPLib are partitioned accordingly in order to fit to the description (23).
The upper bounds on y,p resulting from systune and hifoo are denoted as yy, and yn, respectively. Moreover, let us
denote by y1, the lower bound on yop that is obtained by performing a standard H,-design involving a dynamic controller
for the system (23) without the channel from d, to e,. Finally, we also determine the optimal gain bounds resulting from
dynamic mixed controller synthesis*! and denote these by yam; note that yj, < yam holds, but yam < yopt is not true in
general due to the choice of a common Lyapunov certificate in the mixed design.

The related numerical results are depicted in Table 2 and show that the upper bounds achieved by the dual iteration
are close to the ones obtained by systune for most of the examples. hifoo does not seem to perform well for some of
the considered examples and often results in more conservative upper bounds. We also observe that the dual iteration

TABLE 2 Optimal closed-loop H,-norms resulting from dynamic output-feedback design, upper bounds obtained via the dual
iteration, systune and hifoo for several examples from Reference 24 as well as the corresponding average running times within
20 runs in seconds

Dual iteration systune hifoo
Scenario Name Ydm ys 7° T, y4 Tya Ystu T, . Yhfo T,
P AC3 2.33 2.62 3.01 2.96 1.01 2.93 4.16 2.44 0.69 16.02 14.92
AC8 0.51 1.31 0.70 0.64 3.78 0.51 13.86 0.51 0.15 1.07 11.35
REA1 0.15 0.27 0.19 0.18 0.41 0.18 1.53 0.18 0.18 0.22 9.40
WEC3 3.38 3.38 4.60 4.08 13.01 3.69 39.42 3.69 0.77 3.94 60.46
IH 0.00 0.61 0.56 0.03 975.49 0.00 1460.60 0.00 17.45 112.59 40.99
EB1 0.00 2.36 2.21 2.21 3.10 2.21 5.32 2.21 0.53 2.21 1.93
NN16 0.16 0.71 0.90 0.85 2.78 0.76 7.04 0.54 1.29 0.90 50.30
P, AC3 1.01 1.09 1.14 1.10 0.82 1.04 3.02 1.08 0.57 5.69 8.04
AC6 1.01 2.04 2.48 2.02 2.28 1.27 7.81 1.12 0.21 1.13 29.06
AC17 0.68 3.51 1.87 1.87 0.34 1.85 1.27 1.44 0.10 1.44 0.59
HE2 0.63 1.42 2.40 2.40 0.39 2.38 1.13 2.36 0.16 2.90 22.58
REA2 0.00 0.23 0.18 0.18 0.38 0.15 1.27 0.11 0.73 0.18 8.61
DIS3 0.71 0.91 1.04 1.01 1.30 0.96 4.73 0.76 1.76 1.04 13.33
WEC1 2.33 2.33 4.39 3.69 13.07 3.25 39.55 3.25 0.64 3.39 23.91
NN4 1.01 1.01 1.57 1.49 0.42 1.20 1.58 1.00 0.47 1.02 20.27

Note: All values are rounded to two decimals.



HOLICKI AND SCHERER 5445
WILE Y—I—

tends to require more iterations until convergence if compared to single objective design problems. However, this is also
true for the other two algorithms and due to the more difficult synthesis problem. Finally, note that, as already mentioned
in the case of a single objective, all of the algorithms can profit from allowing more iterations or applying (randomized)
restarting techniques at the expense of additional computation time.

The numbers T, T,«, T,  and T, in Table 2 denote the average runtime for 20 runs in seconds required to compute
¥, v*L, vstu» and yngo, respectively. For the considered examples, which all admit a relative small McMillan degree n, we
observe that our implementation of the dual iteration as given in Algorithm 2 is mostly slower than systune and mostly
faster than hifoo. Recall that there are possibilities to reduce the computational burden for the dual iteration, but these
are not discussed in this article. As in the previous section, the running time of the algorithms systune and hifoo
scales more nicely with the number of states n of (23) since both algorithms are rather specialized and not based on solving
LMIs. We emphasize that the flipside of this specialization is that these algorithms are (much) less amenable for various
practical relevant generalization if compared to the dual iteration.

4 | ROBUSTOUTPUT-FEEDBACK H,-DESIGN

This section deals with robust dynamic output-feedback controller synthesis, which is closely related to static
output-feedback design as discussed earlier in terms of reasons for non-convexity. Due to the importance of the under-
lying design problem, we provide the details for the corresponding dual iteration. Thereby, we focus on a performance
criterion in terms of the energy gain as in Section 2, since this enables to use the elimination lemma 11 throughout. In
particular, we demonstrate that both the static and the robust design are dealt within a common synthesis framework
based on linear fractional representations. We briefly demonstrate later on that this framework even encompasses the
design of robust gain-scheduling controllers.

41 | Analysis

For some real matrices of appropriate dimensions and an initial condition x(0) € R", we consider the feedback intercon-
nection

(f) AlB B | x0
z(t) |=| Ci| D Dy w(t) |, w@) = A)z(), (29)
e(t) Cy | Dy Dy d(p)

for t > 0; here, d € L, is a generalized disturbance, e is the performance output desired to be small, w, z are interconnection
variables and A is a time-varying uncertainty contained in the set

AV) :={A : [0,00) > V| A is piecewise continuous}
for some known compact value set V.C R%*P. In particular, we do not make any assumptions on the rate of variation of

the uncertainty A. The description (29) is called linear fractional representation (LFR) as closing the loop involving the
signals z and w leads to a linear parameter-varying system where A enters in a rational fashion.*!1:12

Definition 2. The system (29) is said to be robustly stable if det(I — D;;A) # 0 for all A € V and if there exist constants
M, A > 0such that

[lx(®)|| < Me™*||x(0)|| forall t >0, all A€ A(V), allinitial conditions x(0) € R" and for d = 0.
It is said to admit a robust energy gain smaller than y > 0 if it is robustly stable and there exists an £ > 0 such that
llell7, < * —olldl;, forall d € Ly, all A € A(V) and for x(0) = 0.

The infimum of all such values y > 0 is the system’s robust energy gain.
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As we are facing arbitrarily time-varying uncertainties, we employ the following consequence of the analysis result
from Reference 37 that relies on the full block S-procedure. It can also be viewed as a special case of the IQC result in
Reference 7 with a static multiplier.

I 0
0 —yi
P(V) be a set of symmetric nonsingular matrices with LMI representation’ such that any P € P(V) satisfies

T T
0 0 1 1
P <0 and p =0 forall AeV. (30)
I 1 A A

Then the system (29) admits a robust energy gain smaller than y > 0 if there exist matrices X and P € P(V) which
satisfy

Lemma 6. Let P, := < > and let Gjj:=[A, B;, C;, Dyj] be the transfer matrices corresponding to (29). Further, let

G G
0 X P|o I o0
X>0 and <% , , <0. (31)
X 0 0P, )'[Ga Gn
0 I

SS

Here, the matrix P is usually referred to as a multiplier and P(V), accordingly, as the set of multipliers. The lat-
ter set should always be chosen as large as possible and hence describe V as good as possible in terms of quadratic
inequalities. As an example, suppose that V equals co{A, ... , Ay}, the convex hull of some given generators Ay, ... , Ay.

Then
T T
0 0 I g
P(V) := P=PT| p <0 and j2 >0 forall i=1, ... ,N (32)
I I A; A;

is a set of multipliers which, indeed, satisfies (30) and has an LMI representation. Moreover, note that any P € P(V) is
nonsingular as a consequence of the minimax theorem of Courant and Fischer.*> As another example let us suppose that
V:={I : ve|a, b]} for some a < b. Then it is possible to employ the above set of multipliers for V as well or the commonly

used alternative
T
bl -I 0 HT bl -I T
P(V) := ‘H+H 0%, (33)
—al I H O —al I

which is closely related to the set of so-called D-G scalings. Several additional examples can be found, for example, in

Reference 11 and a detailed summary in the context of IQCs is available in Reference 46. In particular, note that the LMIs
(31) also imply a bounded robust energy gain in the case that A in (29) is a time-varying static nonlinear uncertainty, if
the symmetric matrix P satisfies

T
S )Yp[ % )so0 forall >0 andall zeRP.
A(t,2) A(t,2)

Finally, note that a multiplier set is not required to satisfy the first LMI in (30) for concluding a bounded robust energy
gain via Lemma 6. This constraint, which holds for many common choices such as the two given above, is only included to

This means that there exist affine matrix-valued functions ¥ and @ such that P(V) = {%(v) | v € R* and &(v) > 0}.
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simplify the exposition. Otherwise, we can assure by other means that the employed multipliers have the correct amount
of negative and positive eigenvalues in several of the next results.

In the sequel, we will also need the dual multiplier set corresponding to a given set P(V). The latter is defined
as

P(V):={P| P 'e P(V)} ifit hasan LMI representation.

Note that the set {P | Ple P(V)} does not have an LMI representation for any set P(V), but in most practical situations
it does. For the two previous examples (32) and (33), the dual sets are explicitly given as

T T
. - o I\ (I AT\ _ [=AT _
PV):={P=p ) p >0 and i) p( "t )<oforalli=1,...,N
0 0 i§ i
T
vy =41 roryfo Hy(I 1 |H+HT>0
Clw-a?\ar b1/\HT o)\al bI '

and

respectively.

4.2 | Synthesis
4.2.1 | Problem description

For fixed real matrices of appropriate dimensions and some initial condition x(0) € R”, we consider the feedback
interconnection

x(t) A B1 Bz B3 x(t)
Z(1) _ Ci | D Dy Di3 w(t) W) = AW (34)
e(t) Cy | Dy Dy Dy d()
() C; | D3y D3 O u(t)

for t > 0; here, u is the control input, y is the measured output, A € A(V) is some uncertainty and V ¢ R? is a compact
value set. Further, suppose that we are given a multiplier set P(V) corresponding to V as well as its dual multiplier set
P(V) as defined in the previous subsection. Our main goal is the design of a robust dynamic output-feedback controller

with the description
() 1))
u(t) Ccc D) \»y®

for the system (34) such that the corresponding closed-loop robust energy gain is as small as possible. The latter
closed-loop interconnection is described by

i) Al B By | xa®
z®) |=| Gt | Du Drpy w(t) |, w®) = ADz() (36)
e(t) C | Dy Doy d()
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with £ >0 as well as x = (;) and standard calligraphic closed-loop matrices. From the analysis criteria in Lemma 6
C
and by applying the elimination lemma 11, we immediately obtain the following synthesis result.

Theorem 12. Let Gy be the transfer matrices corresponding to (34). Further, let V and U be a basis matrices of

ker(Cs, D31, Ds3;) and ker(B3T,D1T3,D2T3), respectively. Then there exists a controller (35) for the system (34) such that the

analysis LMIs (31) are feasible for (36) if and only if there exist symmetric matrices X, Y and P € P(V) satisfying

G, Gpy I 0
X I r 0 X P| 0 I 0 r 0 P! | 0 -G;, -G
>0,V'& s R V<0and U'Z s , U > 0.
I Y X 0 0 | P, Gy Gy Y O 0 | Pt 0 1
0 I R -G, -G, R
(37a,b,c)

In particular, the infimal y > 0 such that there exist symmetric X,Y and P € P(V) satisfying the above inequalities is
equal to

Yopt .= inf {y > 0 |There is a controller (35) s.th. the analysis LMIs (31) are feasible for (36)} .

Note that yop is not the optimal robust energy gain achievable by robust controllers with description (35). This is due
to the conservatism in the employed analysis result Lemma 6.

In contrast to static output-feedback design as considered in Section 2, non-convexity emerges through the multi-
plier P and its inverse appearing in (37b) and (37c) instead of the Lyapunov certificate X and its inverse. Due to this
non-convexity, computing yop: or a corresponding controller is difficult in general. Subsequently, we modify the dual iter-
ation in order to compute upper bounds on y.p and, in particular, solve the robust output-feedback H,-design problem
still with performance guarantees.

4.2.2 | Dualiteration: Initialization

In order to initialize the dual iteration, we aim again to compute a meaningful lower bound on y,p;. Now the lower bound
is obtained by considering the design of a gain-scheduling controller.#” Such a controller is taking online measurements
of the uncertainty A(f) into account and given by

%.(0) Al BB\ %
2o |=| e o, b, || wew | weo = sz (39)
u(t) ce| by, D, )\ v

for ¢t > 0 and with some function S. If there exists a robust controller for the system (34) achieving a robust energy gain of
7, there also exists a gain-scheduling controller which achieves (at least) the same robust energy gain. This just follows
from the observation that any robust controller can be expressed as (38) with

Ac | B A° | B B

- ACZ = , cl =0, <Ci f)il Diz>=0 and S(A)=0 forall AeV.
C C

C2 D22 C D D21

In our setup, the problem of finding such a gain-scheduling controller (38) for the system (34) can be turned into a convex
optimization problem; the design of structured gain-scheduling controllers, for example, with (Dil,f)iz) =0and DZI =0
would yield even better lower bounds but, unfortunately, seems to be a non-convex problem without additional structural
properties of the underlying system (34). For unstructured gain-scheduling controller design, we have the following result
which is essentially taken from References 37 and 48.

Theorem 13. Let Gy, U, and V be as in Theorem 12. Then there exists a gain-scheduling controller (38) and a scheduling
function S for the system (34) such that the analysis LMIs (31) are feasible for the resulting corresponding closed-loop system,
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for the value set V, = {diag(A, S(A)) | A € V} and for a corresponding multiplier set P,(V,) if and only if there exist sym-
metric matrices X, Y and P € P(V), P € P(V) satisfying the synthesis LMIs (37) with P~ in (37c) replaced by P. In particular,
we have ygs < Yopt JOF ¥gs being the infimal y > 0 such that the latter LMIs are feasible.

We do not specify the multiplier set P,(V,) since it is not relevant for our purposes and because we are only interested
in the lower bound y; it can be constructed similarly as in Reference 48. Again, such lower bounds can be good indicators
for measuring the conservatism of the upper bounds that are generated by our algorithms.

As in both previous sections, the dual iteration is initialized by the design of a suitable full-information controller. For
robust synthesis, such a controller is of the form u = Fy = (Fy, F,, F3)y with j := (xT,w”,d")T. Hence, these controllers
are even able to measure the uncertain signal w = Az in addition to the state x and the disturbance d. Synthesizing such
controllers is not difficult. Indeed, an application of the elimination lemma 11 leads to the following result.

Lemma 7. There exists some full-information gain F such that the analysis LMIs (31) are feasible for the system

(t) A+BFi | Bi+BiF, By +BiF; (t) A|B B B (t)
Z(t) |=| Ci+DisFy | Dip+Dy3F, Dy + DisF; wt) |=|| Ci | D D |+| Dis |F|| w@®) (39)
e(t) Cy + Dy3Fy | Dy + DysFy Doy + Dy3F3 d() Cy | Dy Dy D3 d()

if and only if there exist symmetric P € P(V) and Y > 0 satisfying (37c) with P~! replaced by P.

4.2.3 | Dualiteration

Suppose that we have synthesized a full-information gain F by Lemma 7. Then the primal synthesis LMIs corresponding
to the gain F and to the analysis LMIs (31) are obtained in a straightforward fashion.

Theorem 14. Let G and V be as in Theorem 12 and let Gg denote the transfer matrices corresponding to (39). Then there
exists a controller (35) for the system (34) such that the analysis LMIs (31) are feasible for the corresponding closed-loop
system if there exist symmetric matrices X, Y and P € P(V) satisfying

Gll G12 Gllrl G}172
X v Mo x| [ p]o I o o v|{p|o]| 1 o
>0, V'& , s V<0 and &£ s s . p <0.
Y Y x of{o|p || Gu Ga vy of'lo|p])| ¢ o
0 I 0 I
SS Ss
(40’a’b’c)

Moreover, we have ygs < yopt < v for yr being the infimal y > 0 such that the above LMIs are feasible.

Proof. Since we have P € P(V), we can conclude that P has exactly p positive and g negative eigenvalues. This allows us to
eliminate the full-information gain F from the LMI (40c) which leads to (37a) for Y replaced by Y~!. Finally, performing a
congruence transformation of (40a) with diag(I, Y1) yields (37a) for Y replaced by Y. Since we have (37b) and P € P(V)
by assumption, we can apply Theorem 12 in order to construct the desired controller (35). L]

The employed dual versions of Lemma 7 and Theorem 14 are given next.

Lemma 8. There exists some full-actuation gain E such that the analysis LMIs (31) are feasible for the system

(1) A+EC | B+EDy  By+EDsy |( i (t)

z(t) | =| Ci+EyCs | Dy +E;Ds; Dy + EzDsy wt) | =|| Ci|Du Dy |+E (C3 ‘ D3 D32) w(t)

e(t) Cy + E3C3 | Dy + EsD3; Dy + E3Ds d(r) Cy | Dn Dy d(r)
(41)

if and only if there exist symmetric P € P(V) and X > 0 satisfying (37b).
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Theorem 15. Let Gy and U be as in Theorem 12 and let Gg denote the transfer matrices corresponding to (41). Then there
exists a controller (35) for the system (34) such that the analysis LMIs (31) are feasible for the corresponding closed-loop
system if there exist symmetric matrices X, Y and P € P(V) satisfying
I 0 I 0
X X o x|[P]| o —(GE)*  —(GE)* o Y|| P| O -G, -G
>0, : | , Gn)” ~Ca) >0and UTZ . | , 1 2| (u>o.
X v x of{o|p 0 I v of| ofp o I

E \# E \# % 5
_(GIZ) _(Gzz) _G12 _Gzz

SS SS

(42a,b,c)

Moreover, we have ygs < yopt < g for yg being the infimal y > 0 such that the above LMIs are feasible.

Theorems 14 and 15 are again nicely intertwined, in analogy of what has been stated in Theorem 5 in Section 2. In
particular, the following dual iteration generates a monotonically decreasing sequence (y*); <y of upper bounds on yop.
Moreover, essentially the same statements as in Remark 1 can be made.

Algorithm 3. Dual iteration for robust output-feedback H .,-design.

1. Initialization: Compute the lower bound yss based on solving the gain-scheduling synthesis LMIs in Theorem 13 and set
y® = +o0 as well as k = 1. Design an initial full-information gain F from Lemma 7.

2. Primal step: Compute yr based on solving the primal synthesis LMIs (40) for the given gain F and choose some small
gx >0 such that y* 1= yp(1 + ;) < y*~1. For y = y¥, determine matrices X,Y and P € P(V) satisfying the LMIs (40) and
apply Lemma 8 in order to design a gain E satisfying the dual synthesis LMIs (42) for (X,Y,P) = (X~1, Y1, P71).

3. Dual step: Compute yg based on solving the dual synthesis LMIs (42) for the given gain E and choose some small i1 >0
such that y**! := yp(1 + £141) < y*. For y = y¥*1, determine matrices X, Y and P € P(V) satisfying the LMIs (42) and
apply Lemma 7 in order to design a gain F satisfying the primal synthesis LMIs (40) for (X,Y,P) = (X71, Y1, Ph.

4. Termination: Ifk is too large or y* does not decrease any more, then stop and construct a robust output-feedback controller
(35) for the system (34) according to Theorem 15.

Otherwise set k =k + 2 and go to the primal step.

Remark 5.

(a) Algorithm 3 can be modified in a straightforward fashion to cope with the even more challenging design of static
robust output-feedback controllers. This is essentially achieved by replacing (40a) and (42a) with X =Y > 0 during
the iteration. For the initialization, we recommend to take the additional considerations in Remark 2 into account.

(b) It is not difficult to extend Algorithm 3, for example, to the more general and highly relevant design of robust
gain-scheduling controllers.*>>° For this problem, the uncertainty A(f) in the description (34) is replaced by
diag(A,(t), Ag(t)) with A,(f) being unknown, while A(f) is measurable online and taken into account by the
to-be-designed controller. As for robust design, this synthesis problem is known to be convex only in very specific
situations; for example, if the control channel is unaffected by uncertainties.*’

An interesting special case of the general robust gain-scheduling design is sometimes referred to as inexact
scheduling.®! As for standard gain-scheduling it is assumed that a parameter dependent system (34) is given,
but that the to-be-designed controller only receives noisy online measurements of the parameter instead of exact
ones.

We emphasize that such modifications are all straightforward to handle, due to the flexibility of the design frame-
work based on linear fractional representations and the employed multiplier separation techniques underlying
Lemma 6.

4.2.4 | Dualiteration: An alternative initialization

It can happen that the LMIs appearing in the primal step of algorithm 3 are infeasible for the initially designed
full-information gain. In order to promote the feasibility of these LMIs, we propose an alternative initialization that relies
on the following result.
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Lemma 9. Suppose that the gain-scheduling synthesis LMIs in Theorem 13 are feasible, that some full-actuation gain E is
designed from Lemma 8, and let G, GiEj aswell as U be taken as in Theorem 15. Then there exist some a > 0, symmetric X,Y

and P, P € P(V) satisfying the LMIs (42) with P in (42b) replaced by P and

< aIN P_P>>o. (43)
P-P I

Note that, with a Schur complement argument, (43) is equivalent to ||P — P||?> < a. Thus by minimizing « > 0 subject
to the above LMIs, we push the two multipliers P and P as close together as possible. Due to the continuity of the map
M+ M-, this means that the inverses P~! and P are close to each other as well. We can then design a corresponding
full-infor{nation gain F based on Lemma 7 for which the LMIs (40) are very likely to be feasible for the single multiplier
Plxp .

Remark 6.

(a) Inthe case that the above procedure does not yield a gain F for which the LMIs (40) are feasible, one can, for example,
iteratively double y and retry until a suitable gain is found. This practical approach works typically well in various
situations.

(b) It would be nicer to directly employ additional constraints for the gain-scheduling synthesis LMIs in Theorem 13
which promote P ~ P~ and, thus, the feasibility of the primal synthesis LMIs (40) similarly as it was possible for static
design in Remark 2. However, as far as we are aware of, this is only possible for specific multipliers and corresponding
value sets.

4.3 | Examples

Unfortunately, we can not provide a fair comparison of the generalized dual iteration presented in this section with the
non-LMI based algorithms systune?’ and hifoo,* because, to the best of the authors’ knowledge, these do not apply
for problems involving time-varying parametric or nonlinear uncertainties. Note that the dual iteration in Algorithm 3
is also applicable for systems (34) affected by time-invariant parametric uncertainties. However, the underlying analysis
result in Lemma 6 does not properly take time-invariance into account and is, hence, typically rather conservative for these
types of uncertainties. A comparison to other LMI based approaches, such as the D-K iteration, for example, as suggested
in Chapter 7 of Reference 11, or a scheme based on S-variables?®® would be possible and fair. However, for numerous
modified examples from COMPI.ib,?* we obtain qualitatively very similar results to the ones obtained in Section 2.3 that
show a better performance of the dual iteration, which is the reason to omit such a comparison for brevity. As the only
only remarkable difference, the dual iteration is now faster than the D-K iteration and the scheme based on S-variables.
This is due to the fact that, in this section, we consider the design of dynamic controllers with the same number of
states n as the original system (34). Then the latter two algorithms still involve LMIs with Lyapunov matrices in R?™2"
corresponding to the closed-loop interconnection, which is in contrast to the smaller dimension of the Lyapunov matrices
in R™" appearing in the Algorithm 3.

Instead of providing further numerical comparisons, we rather consider an interesting missile control problem and
illustrate the extension of Algorithm 3 to robust gain-scheduling controller synthesis which constitutes an even more
intricate problem than robust design.

4.3.1 | Missile control problem

Similarly as, for example, in References 50,52-54 and after some simplifications, we face a nonlinear state space model of
the form

a(t) = KoM(t) [<an|a(t)|2 + bula(®)] +cp <2 - A%)) a(t) + dné(t)] +q()

4(t) = KM(0)? [(am|a(t>|2 + Bula®)] + cm (—7 + %)) a(t) + dma(o]

n(t) = K,M(t)* [(anla(t)lz + bula(®)| + cn <2 + A@)) a(t) + dné(t)] , (44)



5452 HOLICKI AND SCHERER
WILEY

where M(t) is the Mach number assumed to take values in the interval [2, 4] and with signals

a angle of attack (in rad) q pitch rate (in rad/s)

) tail fin deflection (in rad) n normal acceleration of the missile (in g = 32.2ft/s?).

Note that (44) is a reasonable approximation for a(t) between —20 and 20 degrees, that is, |a(t)| € [0, z/9]. The constants
are given by

a, = 0.000103 - (180/7)° by, = —0.00945 - (180/1x)> ¢n = —0.1696 - (180/7) d, = —0.034 - (180/x)
@ = 0.000215 - (180/7)® by, = —0.0195 - (180/x)> Cm =0.051-(180/7)  dpy = —0.206 - (180/7)
K, = 0.7PyS/my; Ky =0.7PySd/I, and K, = 0.7PyS/mg.

The terms in the latter three constants are

P, = 973.3 Ibf/ft*  static pressure at 20,000 ft S = 0.44 ft* reference area
m = 13.98 slugs mass of the missile vs = 1036.4 ft/s speed of sound at 20,000 ft
d=0.75ft diameter I,=1825slug- ft*  pitch moment of inertia.

The goal is to find a controller such that the commanded acceleration maneuvers n. are tracked and such that the physical
limitations of the fin actuator are not exceeded. Precisely, the objectives are:
« rise-time less than 0.35 s, steady state error less than 1% and overshoot less than 10%.
« tail fin deflection less than 25 deg and tail fin deflection rate less than 25 deg/s per commanded g.
First, we assume that a, n, —n and M are available for control and, similarly as in References 50,52-54, design a

gain-scheduling controller. The latter controller will depend in a nonlinear fashion on the parameters « and M in (44).
To this end, we can rewrite (44) as

0 1/0 0 O K, 0 0 o010

0 0|0 O 0O 0 0 0 K| O

0 o0 1 0 0 0 0 01O
a(t) 1 0o/l0 0O 0 O 0 0 01O
) 1 0|0 O 0o 0 0 0 0/ oO0]|fa®

t 2¢ 0 |la b, =2 0 0 0 o0 |d t a(t)| ~ I

20| _| 2 N 122 e = (1O L2 20
__ o o|o0o o o 1 o o o/|o[[wn M@®Is
n| |-7cm am | b 2= 0 0 0 0 0 |du|l6® b iAW .
a(t) 0 0|0 0 O 0 O 1 o010

0 0 0 0 K, 0|0

0 0

which includes the measurable signal « as an output. In particular, the above system is the feedback interconnection of
an LTI plant P and a time-varying operator A. Following Reference 53, we aim to design a controller that ensures that the
closed-loop specifications are satisfied, by considering the weighted synthesis interconnection as depicted in Figure 2.
Here, the fin is driven by the output of G,, an actuator of second order modeled as

xact (t) Aact | Bact (t) (1 50)2
Xact
= where  C,et(SI — Aact) *Bact = )
5(t) Cact ( ut) > act( act) act 2 +2-150-0.75 + (150)2
o(t) CactAact | CactBact
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FIGURE 2 Interconnection
structure for gain-scheduled synthesis )
[Colour figure can be viewed at ,_.' A()
wileyonlinelibrary.com] Ze i

The exogenous disturbances d; and d, are used to model measurement noise. The ideal model and weighting filters are
given by

144(1 — 0.05s) Wa(s) = 0.5s +17.321
L(5) = —— T =t

Gig(s) = ——2 — P9
) = ooy 1 144 s +0.0577

1 1
, Ws(s)=—, Wils)=— d Wy =W, =0.001.

58) = 1 s(8) = an 4, = Wa,
Disconnecting the controller A x K and, for example, using the Matlab command sysic yields a system with description
(34) with the stacked signals d := col(n., Wy di, Wy,d), e := col(W,(nijq — n), n, Ws6, W;6), y := col(n. — n,a) and the
value set

V := {diag(6: L1, 8,I5)) | 6, € [0,7/9] and &, € [2,4]}.

We can hence use a set of multipliers similar to the one in (33) (closely related to D-G scalings) and employ our analysis
and design results. For the synthesis of a gain-scheduling controller, we make use of Theorem 13; note that for D-G
scalings it is possible to use the scheduling function S(A) = A = id(A).

Applying Theorem 13 yields an upper bound on the optimal closed-loop energy gain of y =2.23 and the
upper row of Figure 3 depicts the Bode magnitude plots of the corresponding closed-loop system with the resulting
gain-scheduling controller for frozen values of A. Finally, time-domain simulations of the nonlinear closed-loop systems
are given in the first two rows of Figure 4. Here, we consider trajectories for several (almost arbitrarily chosen) Mach
numbers

M (t) = sat(4 — W) with sat(t) = max {2, min{4,t}} (45)
and we let both disturbances d; and d, be zero. We observe that the specifications are met for most of those Mach num-
bers apart from the constraint on the tail fin deflection rate, which is not well-captured by H,-criteria. Of course, the
performance of the designed controller can be improved by readjusting the weights, but this is not our intention at this
point.

Instead, let us now assume that the Mach number M can not be measured online and that only a and n.—n
are available for control. Hence, we now aim to design a controller that is robust against variations in M, but ben-
efits from the measurement of the parameter a that enters (44) in a nonlinear fashion. This boils down to the
synthesis of a robust gain-scheduling controller, which is more general and challenging than the design of robust con-
trollers as considered in this section. However, as emphasized in Remark 5 and due to the modularity of the LFR
framework, it is fortunately not difficult to extend the dual iteration in order to cope with such a problem as well.
Indeed, after five iterations we reach an upper bound of y°> = 3.30 on the optimal closed-loop robust energy gain,
which is not far away from the bound achieved by the gain-scheduling design. The lower row of Figure 3 illus-
trates the resulting closed-loop frequency responses for several frozen values of A and last two rows of Figure 4
depicts simulations of the nonlinear closed-loop system for several Mach numbers as in (45). In particular, we
observe that the tracking behavior degrades, which is not surprising as the controller takes fewer measurements into
account.

Finally, note that we can of course also view both |a| and M as an uncertainty and design a robust controller based
on the dual iteration as discussed in this section. For this specific example this even leads after five iterations to an
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upper bound of y> = 3.32 and a closed-loop behavior that is almost identical to the one corresponding to the robust
gain-scheduling design. Note that this in general not the case as a robust controller utilizes less information than a robust
gain-scheduling controller.

5 | CONCLUSIONS

We demonstrate that the dual iteration, together with linear fractional representation framework, is a powerful and
flexible tool to tackle various challenging and interesting non-convex controller synthesis problems especially if com-
pared to other heuristic approaches such as the classical D-K iteration. The iteration, as introduced in Reference 8 for
the design of stabilizing static output-feedback controllers, heavily relies on the elimination lemma. We extend those
ideas to the synthesis of static H,, and robust H,, output-feedback controllers in a common fashion. As the icing on the
cake, we demonstrate in terms of a missile autopilot design example, that a seamless extension to robust gain-scheduling
output-feedback H,-design is possible as well.

Since the underlying elimination lemma is not applicable for numerous non-convex design problems, such as
multi-objective controller design, we also provide a novel alternative interpretation of the individual steps of the dual
iteration. We demonstrate that the latter interpretation allows for the extension of the dual iteration for such situations
as well.

Future research could be devoted to extensions of the dual iteration to robust output-feedback design based on more
elaborate analysis results. Precisely, analysis results based on parameter-dependent Lyapunov functions or on integral
quadratic constraints with dynamic multipliers. It would also be very interesting and fruitful to extend the iteration for
static or robust output-feedback design for hybrid and switched systems.
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APPENDIX A. DUALIZATION AND ELIMINATION

The following technical results are highly useful for controller design purposes.

Lemma10 (11,37). Let A € RP+9Xq, B € RP+DXP, p = PT ¢ RC+9*0P+9 gnd suppose that (A, B) and P are nonsingular.
Further, let U and V be basis matrices of ker(AT) and ker(BT), respectively. Then

ATPA <0 and BTPB >0 areequivalentto UTP'U >0 and VIP'V <o0.
This lemma is usually referred to as dualization lemma and most typically applied in the case that A = ({}f}) and

B= ( 10 > for some matrix W € R9*P. For any nonsingular symmetric matrix P, Lemma 10 states in this case that
q

T T T T
I I 0 0 -wT -wT I I
PPl P )<o0 and P >0 are equivalent to P! >0and ( 7 ) P77
w) \w L) \J I, I, 0 0

<0.

The following elimination lemma is a very powerful tool to turn several apparently non-convex controller design
problems into convex LMI feasibility problems.

Lemmall (10). Let U € R™4, V € R, W € R?®, P = PT € RP+9*0*D gpnd suppose that P is nonsingular with exactly
p negative eigenvalues. Further, let U, and V| be basis matrices of ker(U) and ker(V), respectively. Then there exists a matrix
Z € R™S satisfying

T

<0 (A1)
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if and only if
T T
rf b Ip T -wt -1 -wt
V) P Vi <0 and U, P U, >0. (A2a,b)
w w I I
By considering the special case P = (12 (I)> and W =0 for some symmetric matrix Q we recover the more common

variant introduced in Reference 18. We give here a full proof of Lemma 11 as it provides a scheme for constructing a
solution Z € R if it exists.

Proof. “Only if”: Multiplying (A1) with V', from the right and its transpose from the left leads immediately to (A2a). By
(Al) and since P is nonsingular with exactly p negative eigenvalues, we also find a matrix B such that (4, B) is nonsingular

forA := <

ur ZII}) + W> and such that BTPB = 0. Applying the dualization lemma 10 yields then

—(UT T T (1T T
< UTZV + W) > P_1< (UTZV + W) >>0
Iq Iq

and hence (A2b) by multiplying U, from the right and its transpose from the left.
“If”: By the singular value decomposition we can find orthogonal W, W,, and nonsingular T, T, such that

U=T,UW, and V=T, VW, with U=diag (I, Oug) and V =diag (I, Ouxp,)-
With this decomposition we can express U, and V, as W, (0,1,,) "X, and W, (0,1,,) "X,, respectively, for some nonsin-

gular matrices X, and X,,. Let us now transform the remaining matrices as pP:= (o)TPdiag(W,, W), W= WIWW, and
Z = TuT ZT, with a to-be-determined matrix Z. Further, we define

Opxq, VT
R := Ip Ipl , I e R(P+Q)X(P1+QL), S = Ip 0 e R(P‘H])sz and T := -w 0 = R(P‘H])X(Iz‘
wiNoJ |, o w )\, I, J\u,

AXqy

Then (A2) is equivalent to STPS < 0 and T7P ' T > 0 and we have

Ipl 7 I‘h % Ipl
Tan o = R{ . S for Z;; := VA .
UzZv+w 1 0 0

Moreover, (Al) holds if and only if

5

(1
(OTPR( P | (o7

)_ Zn
+W . (1 |
STPR([ P STps

Zn

Due to STPS < 0 and the Schur complement, the last inequality is equivalent to

T
I . N . I
) (RTPR - RTPS(STPS)'STPR) [ [P | <o. (A3)
Zn Zn

Let P now be the inner matrix in (A3) and let in_(M) denote the number of negative eigenvalues of any symmetric
matrix M.
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Next we show that in_(P) > p;. If this is true, there exists <2> =1, ... ,Vp,) € ROF>P1 with (e)TP <2> < 0.We
can, for example, choose v, ... , v, as the orthonormal eigenvectors corresponding to the p; negative eigenvalues of p.

Via a small perturbation of Z, if necessary we can ensure that Z; is nonsingular and that (e)”P <2> < 0 remains valid.

Then (A3) holds for Zy; = Z,Z;' and Z := T, T (Z.“ :) T;! is a solution of (A1) for any choice of the e matrices.
Applying the Schur complement again yields

in_(P) = i KPR RPSY (s"PS) =in_ (R )'PR 9)) in- (Q"PQ)
mn_ =1n_ . . —1n_ =1n_ — P2 =1n_ -p
STPR  STPS ’ ’

for Q:=(R, S). Observe that (T, Q) is nonsingular and let us abbreviate < ;;T g

) := (T, Q)P (T, Q). Recall that we have

A=T'P'T > 0and

Then we can conclude

T -1
p=in_(P) = in_(?™") = in_(4) + in_(C — BTAB) = in_((C — BTAB)™") = in_ <(I)> (A B) <?> = in_(QTPQ).

Thus we finally have in_(P) = in_ (QTPQ) — p = p — p = p1. .



